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Swift.

Smart.

Specialist.

We’re a family-run business that moves fast because we care. No 
departments, no passing the buck—just direct help from someone 
who knows their stuff.

One call. No hold times. No call-backs. Just action.

Our tech handles the heavy lifting—fast quotes, easy booking, real-time 
tracking, and seamless invoicing, approvals and payments.

Smarter systems. Smoother jobs. Faster payments.

We don’t do a bit of everything. We focus on what matters—and know 
it inside out. Our team of legendary experts is here to offer advice, 
troubleshoot issues, and make sure your job keeps moving.

Real expertise. Better answers. Gear that fits the job.

NO RED TAPE, JUST REAL HELP. FAST.

SMART SYSTEMS. SIMPLE HIRING. NO PAPER CHAINS.

FOCUSED EXPERTISE. THE RIGHT GEAR. FIRST TIME.

WHAT MAKES US  
DIFFERENT
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Hire on 30 days terms and get the products 
you need, when you need them.

Apply online in 5-10 minutes 

Receive a response in 48 hours

Complete our fast & easy  
online account application.
Online applications 
approved fast.
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Legend Hire is an Australian-owned family business, 
backed by the Joyce family who founded Jaybro and 
Orange Hire. We bring deep industry roots,  
hands-on experience, and a strong track record of 
building reliable, customer-first hire businesses from 
the ground up. 

We go beyond simply providing equipment; we are 
committed to offering innovative, safe, and efficient 
temporary works solutions that enable our clients 
to complete projects with confidence. Our diverse 
range of products is complemented by an unwavering 
commitment to service excellence.

At Legend Hire, we redefine what it means to hire 
equipment. Our focus on expertise, state-of-the-
art equipment, and transparency distinguishes us 
in an industry where profit often takes precedence 
over people. Our skilled team ensures that every 
project benefits from industry-leading capabilities in 
engineering, manufacturing, transport, and  
on-site installation.

As a family-owned Australian business, we take 
great pride in supporting the communities where we 
operate, contributing to the success and safety of 
every project we touch.We accept nothing less than 
legendary people, advice and equipment.

FAMILY OWNED 
AND OPERATED

APPLY 
TODAY
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MINI CRANES

HOEFLON 

Spider Crane - C6E
The Hoeflon C6E is a compact, fully electric mini crane renowned for 
its impressive lifting capabilities and versatility in confined spaces. 
With a maximum lifting capacity of 3,000 kg and a lifting height of 
up to 16 meters, it stands out as a powerful tool for tasks such as 
glass installation and precise steel beam positioning. Its compact 
dimensions enable it to navigate narrow passages and operate in 
tight urban environments

The crane features hydraulically extendable outriggers and a 
4.3-meter fly jib, enhancing its stability and reach. Its removable 
counterweight and intelligent weight distribution system further 
optimize performance and safety. With a battery life supporting up to 
eight hours of operation at a 60% duty cycle and a full recharge time 
of approximately five hours, the C6E is both efficient and reliable for 
demanding lifting tasks

FEATURES

	 Maximum Lifting Capacity: 3,000 kg

	 Maximum Lifting Height: 16 meters (including 4.3-meter fly jib)

	 Compact Dimensions: 2.98 m (L) × 0.77 m (W) × 1.88 m (H)

	 Weight: 2,850 kg (with options)

	 Battery Type: LiFePO₄ (Lithium Iron Phosphate)

	 Operating Time: Up to 8 hours at 60% duty cycle

	 Charging Time: Approximately 5 hours

	 Charging Options: 230V and 110V single-phase

	 Temperature Range: Operational between -10°C and +40°C

	 Outriggers: Hydraulically extendable, adjustable, and folding legs

	 Counterweight: Removable and extendable for increased capacity

	 Track Width: Adjustable for maneuverability in tight spaces

	 Winch Capacity: Up to 3,000 kg with 40 meters of cable

	 Jib Capacity: 4.3-meter fly jib with 900 kg capacity

Maximum Lifting Capacity 3,000 kg

Maximum Lifting Height 16 m (width 4.3 m fly jib)

Jib Capacity 900 kg (4.3 m fly jib)

Crane Dimensions (L × W × H) 2.98 m × 0.77 m × 1.88 m

Weight (width options) 2,850 kg

Battery Type LiFePO₄ (Litdium Iron Phosphate)

Operating Time Up to 8 hours at 60% duty cycle

Charging Time Approx. 5 hours

Charging Options 230V / 110V single-phase

Track Width Adjustable for tight spaces

Outriggers Hydraulically extendable, folding

Counterweight Removable and extendable

Winch Capacity Up to 3,000 kg with 40 m cable

Operating Temperature Range -10°C to +40°C

Power Source Fully electric, zero emissions
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MINI CRANES

M-CRANE 

Crawler Crane - 1030 RT
The M-Crane 1030 RT is a powerful and versatile crawler carrier 
equipped with a 990 kg maximum capacity crane. With a ground 
clearance of 170 mm, it can be used in various heavy-duty 
applications both indoors and outdoors. Fully electric drive, it has 
class-leading electric drive with two super quiet AC electric motors 
5.3 kW each (rated IP67), and features three power management 
configurations: ECO: 1.2 km, STD: 1.8 km/h, POW: 4.2 km/h.

Equipped with a telescopic crane, it has a maximum lifting capacity 
of 990 kg and a variable outreach that can be used on slopes up to 
+/-10° longitudinal and +/- 5° lateral. The M-Crane 1030 RT, with a 
maximum capacity of 1500 kg, can handle a wide range of loads, 
making it a versatile solution for a variety of material handling needs.

FEATURES

	 Fully electric drive for zero emissions and indoor use

	 Compact footprint (2,170 × 890 mm) for tight spaces and  
confined areas

	 Crawler tracks for stability on uneven terrain and slopes up to ±10°

	 Multiple speed modes: ECO, Standard, and Power for precise 
control

	 Remote radio control for safe, hands-off operation

	 Maximum lifting capacity of 990 kg (2,181 lbs)

	 Adjustable outreach with various jib configurations

	 48V AGM battery for extended runtime and low maintenance

	 Optional non-marking tracks for indoor surfaces

	 Compatible with accessories such as winches, lateral extensions, 
and work lights

	 Low ground pressure to protect sensitive surfaces

	 Smooth, precise movements for accurate lifting in tight areas

Max Capacity 1500 kg (<25°)

Max Capacity Crane 990 kg

Max Longitudinal Gradient in Translation +/- 22°

Max Lateral Gradient in Translation +/- 10°

Max Longitudinal Gradient in Crane Use +/- 10°

Max Lateral Gradient in Crane Use +/- 10°

Width 890 mm

Length 2170 mm

Height 1900 mm

Track Length 1230 mm

Track Width 250 mm

Ground Clearance 170 mm

Platform Ground Height 830 mm

Max Speed 4.2 km/h

Power of Electric Motors 10.6 kW

Ingress Protection IP IP67

Controller Remote radio control

Electric Pump for Crane and AUX 48V – 4.5KW

Tow Hook Standard

Rear Pothole Standard

Lateral Potholes Optional

Non-marking Tracks Optional

Winch KIT Optional

Work Lights Optional

Voltage 48 V

Battery Pack (180Ah) AGM

Charger Input & Time (110V–230V) 32A 48V / 9h

Total Weight 2000 kg

LI
FT

 &
 S

H
IF

T 
 H

IR
E



62 Equipment Hire Catalogue   |   LEGEND HIRE

TRACKED CARRIER

ALMACRAWLER 

Multi-Loader 1.5 FX
The Multi-Loader 1.5 FX is a versatile, fully electric tracked carrier 
designed to handle heavy loads in tight and challenging environments. 
With a maximum load capacity of 1,500 kg, it delivers exceptional 
performance while maintaining a compact footprint, making it ideal for 
construction sites, landscaping, and industrial applications. Its non-
marking track option and low ground pressure allow safe operation on 
sensitive surfaces, while its high slope capability—up to 45° longitudinally 
and 30° laterally—ensures stability on uneven terrain.

Equipped with a radio remote control and smooth, precise movements, 
the Multi-Loader 1.5 FX allows operators to maneuver safely and 
efficiently, even in confined spaces. Its 48V AGM battery provides reliable 
runtime with minimal maintenance, and a variety of optional accessories, 
including swivel plates, dolly kits, and forest kits, enhance its versatility 
for a wide range of material handling tasks. This compact, powerful, 
and adaptable machine is a practical solution for professionals seeking 
efficiency, safety, and performance in a single package.

FEATURES

	 Electric tracked carrier for zero emissions and indoor/outdoor use

	 Maximum load capacity of 1,500 kg (3,300 lbs)

	 Compact design (1,170 × 700 mm) for tight and confined spaces

	 Low ground clearance (40 mm) for stability on uneven surfaces

	 High slope capability: up to 45° longitudinal and 30° lateral

	 Non-marking track option for sensitive surfaces

	 Radio remote control for safe, hands-off operation

	 48V AGM battery with approximately 6-hour charge time

	 Maximum speed of 2.8 km/h (1.7 mph)

	 Optional accessories: swivel plate, dolly kit, forest kit, multi-frame, 
turntable

	 Smooth and precise movements for accurate material placement

	 Lightweight design (465 kg) for easy maneuverability

Model Multi-Loader 1.5 FX

Type Fully electric tracked carrier

Maximum Load Capacity 1,500 kg (3,300 lbs)

Dimensions (L × W × H) 1,170 mm × 700 mm × 500 mm (46.1″ 
× 27.6″ × 19.7″)

Track Length 794 mm (31.3″)

Track Width 200 mm (7.9″)

Ground Clearance 40 mm (1.6″)

Platform Height 500 mm (19.7″)

Weight 465 kg (1,025 lbs)

Drive System Electric hub motors

Battery 48V AGM battery

Charging Time Approximately 6 hours for full charge

Max Speed 2.8 km/h (1.7 mph)

Maximum Longitudinal Slope 45°

Maximum Lateral Slope 30°

Control System Radio remote control

Track Type Non-marking tracks available

Optional Accessories Swivel plate, dolly kit, forest kit, 
multi-frame, turntable
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GLASS LIFTERS

WINLET 

Glass Lifter - 400
The Winlet 400 is a versatile glazing robot designed for efficient and safe 
glass handling in various construction environments. With a maximum 
lifting capacity of 415 kg and a reach of up to 1,950 mm, it is well-suited 
for installing large glass panels in both indoor and outdoor settings. The 
robot features a dual hydraulic boom system, offering precise control 
with 100 mm side shift and 360° rotation, facilitating accurate positioning 
of glass elements.

Equipped with wide traction wheels, the Winlet 400 ensures stability on 
uneven terrains, making it ideal for construction sites with challenging 
ground conditions. Its compact design allows for easy maneuverability 
in tight spaces, while the electric-powered system provides a fume-
free operation, promoting a safer working environment. The robot’s 
ergonomic controls and efficient battery system further enhance 
productivity, reducing manual labour and the risk of injury during glass 
installation tasks.

FEATURES

	 Maximum lifting capacity of 415 kg

	 Reach of up to 1,950 mm for handling large glass panels

	 Dual hydraulic boom system for precise positioning

	 360° rotation and 100 mm side shift for accurate alignment

	 Wide traction wheels for stability on uneven surfaces

	 Compact design for maneuvering in tight spaces

	 Electric-powered operation for fume-free, eco-friendly use

	 Ergonomic controls for safe and intuitive operation

	 Suitable for both indoor and outdoor applications

	 Reduces manual handling and enhances worker safety

	 Efficient battery system for extended runtime

Model Winlet 400TL

Type Electric-powered glazing robot

Max Lifting Capacity 415 kg (915 lbs)

Max Lift Height 3,635 mm (11.9 ft)

Max Extension 1,950 mm (6.4 ft) from front bumper 
to suction cup

Extension Capacity 215 kg (474 lbs) at max extension

Side Lift Capacity 200 kg (441 lbs)

Fine Lift on Jib Head 100 mm (3.9 in)

Tilt Function 141° (back 45°, forward 97°)

Rotation 360° continuous rotation

Hydraulic Side Shift 100 mm (3.9 in) linear movement

Suction Cups 4 × 350 mm (13.8 in) diameter

Total Machine Weight 850 kg (1,874 lbs)

Battery 2 × 95 Ah AGM batteries

Power Supply 110V on-board charger

Remote Control Wired

Wheels Extra wide steering and traction 
wheels for enhanced stability

Safety Features Dual circuit vacuum system, overload 
monitoring, electromagnetic brakes

Control System Options MAC (Multi Axis Control) or PSAC 
(Proportional Single Axis Control)

Suitable Applications Indoor and outdoor glass 
installations, including off-road 
environments
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GLASS LIFTERS

WINLET 

Glass Lifter - 575
The Winlet 575 is a compact yet powerful glazing robot designed to 
streamline glass installation processes in both indoor and outdoor 
environments. With a maximum lifting capacity of 575 kg, it efficiently 
handles large glass panels, reducing the need for traditional lifting 
methods and minimizing manual labour. Its advanced hydraulic system 
offers precise control, allowing for smooth tilting, rotation, and side 
shifting of glass elements. The robot’s compact design ensures 
maneuverability in tight spaces, making it ideal for urban construction 
sites and high-rise buildings.

Equipped with a dual-circuit vacuum system, the Winlet 575 ensures 
a secure grip on glass panels, enhancing safety during operation. The 
wired remote control provides operators with full control over the 
robot’s movements, facilitating accurate placement of glass elements. 
Additionally, the Winlet 575’s robust construction and versatile 
capabilities make it a valuable asset for glazing contractors seeking 
efficiency and safety in their operations.

FEATURES

	 Maximum lifting capacity of 575 kg

	 Reach of up to 3600 mm for handling large glass panels

	 180° rotation and 75 mm side shift for accurate alignment

	 Wide traction wheels for stability on uneven surfaces

	 Compact design for maneuvering in tight spaces

	 Electric-powered operation for fume-free, eco-friendly use

	 Ergonomic controls for safe and intuitive operation

	 Suitable for both indoor and outdoor applications

	 Reduces manual handling and enhances worker safety

	 Efficient battery system for extended runtime

Model Winlet 575

Type Electric-powered glazing robot

Max Lifting Capacity 575 kg (1,268 lbs)

Max Working Height 3,600 mm (11.8 ft)

Max Extension 1,800 mm (5.9 ft)

Extension Capacity 275 kg (606 lbs)

Side Lift Capacity 275 kg (606 lbs)

Tilt Function 180°

Rotation 180°

Linear Side Shift 75 mm (3 in)

Fine Lift on Jib Head 190 mm (7.5 in)

Suction Cups 4 × 350 mm (13.8 in) diameter

Total Machine Weight 1,300 kg (2,866 lbs)

Weight without Counterweights 1,025 kg (2,260 lbs)

Battery 2 × 150 Ah AGM

Remote Control Wired

Drive System Front wheel drive with optional 
extra wheels for rough terrain

Steering Rear wheel powered steering for 
easy positioning

Safety Features Dual-circuit vacuum system, 
overload protection, and 
emergency stop
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GLASS LIFTERS

WINLET 

Glass Lifter - 1000
The Winlet 1000 is a robust and versatile glazing robot designed for the 
efficient handling and installation of large glass panels weighing up to 
1,000 kg. Its compact design, with a total width of just 890 mm, allows it 
to navigate through narrow spaces and doorways, making it ideal for both 
indoor and outdoor applications. Equipped with a three-stage telescopic 
boom, the Winlet 1000 offers impressive reach without compromising its 
stowed dimensions, ensuring flexibility in various work environments.

Powered by a dual-circuit vacuum system, the Winlet 1000 ensures a 
secure grip on glass panels, enhancing safety during operation. The 
robot’s advanced hydraulic system provides precise control over lifting, 
tilting, rotation, and side shifting, allowing for accurate placement of 
glass elements. Additionally, the Winlet 1000’s intelligent gyroscopic 
control system maintains the set angle during lifting and lowering, 
facilitating millimeter-precise installation. With a total weight of 1,850 kg, 
it is designed to operate across rough terrain and low load-bearing floors, 
offering both power and stability.

FEATURES

	 Maximum lifting capacity of 1000 kg

	 Reach of up to 2500 mm for large glass panels

	 Lifting height up to approximately 4.1 m

	 180° tilt, rotation and side shift for precise placement

	 Dual vacuum circuit for secure load handling

	 Power assisted steering for easy on site manoeuvring

	 Compact design for access through tight spaces

	 Remote controlled operation for safer, more efficient installs

	 Wide drive wheels for stability on uneven or rough surfaces

	 Reduces manual handling and improves overall site safety

Model Winlet 1000

Type Electric-powered glazing robot

Max Lifting Capacity 1,000 kg (2,205 lbs)

Max Working Height 4,100 mm (13.5 ft)

Max Extension 2,500 mm (8.2 ft)

Extension Capacity 300 kg (661 lbs)

Side Lift Capacity 300 kg (661 lbs)

Tilt Function 180°

Rotation 360°

Linear Side Shift 75 mm (3 in)

Fine Lift on Jib Head 200 mm (7.9 in)

Suction Cups 4 × 410 mm (16.1 in) diameter

Total Machine Weight 1,850 kg (4,079 lbs)

Battery 2 × 150 Ah AGM

Remote Control Wired

Drive System Front wheel drive with optional extra 
wheels for rough terrain

Steering Power-assisted steering for easy 
maneuverability

Safety Features Dual-circuit vacuum system, overload 
protection, and emergency stop
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FLOOR CRANE

WINLET 

Floor Crane - Lasius 1000
The Winlet Lasius is a compact yet powerful floor crane designed for 
lifting and transporting heavy loads up to 1,000 kg. With an overall width 
of just 880 mm, it can navigate through narrow spaces and doorways, 
making it ideal for both indoor and outdoor applications. Powered by a 2 
× 150 Ah battery system, the Lasius operates without emissions, ensuring 
a safe working environment. Its self-propelled design eliminates the need 
for outriggers, allowing for quick setup and efficient operation.

Equipped with a 4,000 mm lift height, the Winlet Lasius offers impressive 
reach for various lifting tasks, including erecting steel beams, glass and 
façade installation, machine assembly, and repair work. Its tight turning 
radius and travel speed of up to 4.2 km/h enhance maneuverability on 
construction sites. Additionally, the Lasius’s lightweight design, with 
a total weight of 1,325 kg (excluding counterweights), ensures ease of 
transport and handling.

FEATURES

	 Maximum lifting capacity of 1000 kg

	 Lift height up to 4000 mm

	 Ultra-compact width of just 880 mm for narrow access

	 Battery-powered operation with zero emissions

	 Self-propelled design with no outriggers needed

	 Travel speed up to about 4.2 km/h

	 Tight turning radius for excellent manoeuvrability

	 Suitable for indoor and outdoor lifting tasks

	 Lightweight total machine around 1325 kg

	 Ideal for erecting beams, façade installation and machine assembly

Model Winlet Lasius

Type Electric-powered floor crane

Max Lifting Capacity 1,000 kg (2,204 lbs)

Lift Height 4,000 mm (13.1 ft)

Overall Width 880 mm (2.9 ft)

Total Weight 1,325 kg (2,921 lbs)

Battery 2 × 150 Ah AGM

Travel Speed Up to 4.2 km/h

Turning Radius Tight, enhancing maneuverability

Self-Propelled Yes, no need for outriggers or 
levelling

Indoor/Outdoor Use Yes, suitable for various 
environments

Zero Emissions Battery-powered operation

Applications Erecting steel beams, glass and 
façade installation, machine 
assembly, repair work
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SYNC-MASTER LIFTING SYSTEM

SYNCMASTER 

Synchronous Lifting System
The SyncMaster system is an advanced, computer-controlled 
hydraulic lifting solution designed to deliver unparalleled safety 
for personnel and property during large-scale engineering and 
maintenance projects.

This innovative system allows operators to set parameters that 
prevent the lift from deviating from a predetermined lift plan. 
SyncMaster continuously monitors and calculates cylinder loads, 
stroke lengths, total loads, and the center of gravity in real time. If 
any parameter exceeds the set limits, an alarm is triggered, and the 
system halts the lift automatically to ensure safety.

FEATURES

	 Center of Gravity Monitoring: The system defines a 
programmable rectangular or circular boundary to control the 
movement of the load’s center of mass. If the center of mass nears 
this boundary, an alarm is triggered, and the lift stops, making it 
ideal for handling tall or unevenly loaded structures.

	 Precision and Control: SyncMaster provides precise control 
and monitoring of complex lifting operations. Real-time data on 
every configuration, process, and alert is displayed and recorded, 
eliminating the need for manual measurements and reducing 
costs. Accuracy to 0.5mm

	 Data Collection and Analysis: All lift and alert data is logged 
throughout the operation and can be easily exported for analysis 
and future lift planning.

	 Multiple Lift Points: The system supports up to 16 power packs 
controlled by a single master unit, enabling a maximum of 
128 individually controlled cylinder points. It ensures precise, 
repeatable load movements regardless of weight distribution or 
load size.

	 SyncMaster is a self-contained, robust system engineered for 
ease of transport and operation, offering unmatched safety and 
efficiency in synchronous lifting.

	 Max operating pressure: 700 bar

	 15” full colour control screen

	 Durable Construction: Rigid steel frame made from 50mm RHS 
for strength and durability.

	 Weather Resistant: Designed for use in field conditions.

	 Transport-Friendly: Includes forklift and sling lifting points for 
ease of movement.

	 Oil System: 300L oil capacity with a return line filter, plus oil level 
and temperature alarms.

SPECIFICATIONS

	 Touch Screen Control: 15-inch full-color touch screen, scratch and 
cut-resistant, designed to withstand harsh environments. Displays 
lift parameters and alerts in real time.

	 Flow Control: Variable frequency drive motor ensures a wide range 
of pump flow rates.Controlled by a joystick for smooth directional 
control.

	 Control Valves: High-speed, leak-free solenoid valves with 100% 
duty cycle for accurate flow control.

	 Stroke Transducers: High-precision linear transducers provide 
precise positional data. Optional tilt meters are available for added 
control.

	 Pressure Monitoring: Pressure transducers monitor loads at each 
lifting point. Optional load cells are available for highly precise 
weighing operations.

	 Data Logging and Export: Lift data is displayed and stored for 
further analysis. Data can be downloaded in formats compatible with 
Excel for detailed record-keeping.

	 Emergency Stop: Prominently located emergency stop ensures 
quick access during operation.

OPERATION MODES

1) 	 Manual Control: Each cylinder can be controlled individually via 
joystick.

2) 	 Uniform Displacement: Enables parallel or correction lifts for 
even load distribution.

3) 	 Tilt Control: Adjusts load positioning along one or two axes.

4) 	 Staged Load Testing: Applies stepped loads to test pylons, 
anchors, or other structures.

5 	 Pre-Load Cylinders: Advances each cylinder to a set load 
before starting the lift.

6) 	 Gravity Center Monitoring: Prevents the center of mass from 
moving outside the defined boundary.
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SDL JACK STANDS

SAFE D LOCK ®  (SDL)  
Self-Propelled Lifting Jack and 
Rated Vehicle Jack Stand for 
Heavy Mining Vehicles
Durapac SDL Safe-D-Lock Dump Truck and Dozer Jacks

The Safe-D-Lock range by Durapac is a cutting-edge solution for 
lifting and supporting heavy mining vehicles, including dump trucks, 
haul trucks, and dozers. With operator safety as a top priority, these 
jacks combine high-capacity lifting capabilities with the reliability of an 
integrated mechanical locking system, ensuring fail-safe operation.

Durapac 100-Ton SDL Safe-D-Lock Dozer Lifting Jacks

The new 100-ton Safe-D-Lock jacks are specifically engineered for 
lifting heavy dozers, including CAT D9, D10, and D11 models, along with 
other popular dozer brands.

This innovative jack features a low-clearance, reduced-width design, 
allowing for quick and easy positioning under dozer lift points. Its dual 
functionality as a lifting jack and rated vehicle jacking stand provides 
exceptional versatility. By simply lifting and locking out the jack, it can 
be seamlessly converted into a stable support stand.

FEATURES

	 Capacity Options: 70-ton (77 US ton), 100-ton (110 US ton), 135-ton 
(150 US ton), and 181-ton (200 US ton).

	 Stroke Range: 400–685 mm. 

	 Certified: AS/NZS 2693:2007 for vehicle jacks and AS/NZS 
2538:2004 for vehicle support stands.

	 Patented Fail-Safe Design: Oil-immersed internal mechanical locking 
quadrants remain engaged during operation, ensuring maximum 
safety and fail-safe locking in the event of hydraulic failure.

	 Locking mechanism: Engages in 13mm increments for precise height 
adjustment.

	 Compact, portable design: Ideal for workshops or field service 
vehicles.

	 Hydraulic System: Powered by a Gast® 3.9 kW air motor.

	 Safety Indicators: Lock indicators confirm locked and unlocked 
statuses.

	 Dual Hydraulic Locking Valves: Provide additional safety and control.

	 Counterbalance Valve: Ensures smooth and controlled load lowering.

	 Durable Tyres: Heavy-duty, polyurethane-filled, puncture-proof 
tyres with 450mm rolling diameters.

	 Optional Powerdrive System: The Safe-D-Lock jack can be 
upgraded with the Powerdrive system, transforming it into a self-
propelled lifting and jacking solution.

	 Dual Independent Drives: Each wheel is powered independently for 
precise forward and reverse control.

	 Deadman Switches: For added safety and easy manoeuvring.

	 Toggle Switches: IP65-rated three-position switches (Forward, 
Neutral, Reverse) for all-weather use.

	 Includes two M18 Red Lithium™ 5 Ah batteries and a 230 VAC charger.
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SDL JACK STANDS

Model No.
Weight  
(kg)

Stroke  
(mm)

Jack Capacity 
(Ton)

Cylinder  
Effective Area 
(Cm²)

Collapsed 
Height (mm)

Max Lift Height 
(mm)

Base Plate  
Diameter (mm)

SDL-07068 1408 680 70 686 143 404 1408

SDL-07081 1680 812 70 686 143 535 1680

SDL-Dozer-Jack 1250 550 100 980 143 274 1250

SDL-10068 1408 680 100 980 143 404 1408

SDL-10081 1680 812 100 980 143 535 1680

SDL-15068 1408 680 150 1324 254 400 1408

SDL-15096 1680 960 150 1324 254 685 1680

SDL-20068 1408 680 200 1781 254 400 1408

SDL-20096 1680 960 200 1781 254 685 1680

Model No.
Weight  
(kg)

Height  
(cm) Description

Diameter  
(mm)

Total Length 
(mm)

Spigot Depth 
(mm)

Spigot Diameter 
(mm)

SDE100-150 7 210 150 mm Extension ** 112 210 60 50

SDE100-300 13 360 300 mm Extension ** 112 360 60 50

SDE150-150 7 210 150 mm Extension ** 126 210 60 50

SDE150-300 13 360 300 mm Extension ** 126 360 60 50

SDE200-150 8 210 150 mm Extension ** 140 210 60 50

SDE200-300 15 360 300 mm Extension ** 140 360 60 50

SDLC-100 3 82 Serrated Steel Load Cap * 112 82 60 50

SDLC-150 3 82 Serrated Steel Load Cap * 126 82 60 50

SDLC-200 4 82 Serrated Steel Load Cap * 126 82 60 50

SDS-100 5 110 Serrated Tilt Saddle ** 112 110 60 50

SDS-150/200N 5 114 Serrated Tilt Saddle ** 126 114 60 50

SDS-200 6 110 Serrated Tilt Saddle ** 126 110 60 50

SDL JACK STANDS RANGE

SDL JACK STANDS ACCESSORIES
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TRACK PIN PRESS

Model No. Weight (kg) Capacity (Ton)
Frame & Cylinder 
Weight (Kg)

Package  
Dimensions  
(LxWxH)

Suitable Pin Set 
Diameter (mm)

Suitable Pin Set 
Length (mm) Tooling Sets

TTP-50 240 50T 85 150 x 60 x 65 19.3-36.4 150-180 4

TTP-100 500 100T 205 170 x 60 x 75 19.3-60.2 150-320 10

TTP-150 390 150T 372 190 x 75 x 75 22.0-70.0 - 8

TTP-200 630 200T 630 205 x 95 x 95 36.4-73.9 200-440 10

TRACK PIN PRESS  
Hydraulic Track Pin Presses  
- Portable TTP Series

The portable TTP-Series Track Pin Press is designed for efficient 
disassembly and reassembly of chain sections, drive wheels, pulleys, 
rollers, gears, bearings, and shafts, whether in the workshop or directly 
in the field.

Your Durapac distributor can provide a comprehensive tooling chart 
upon request, detailing various machine brands, models, and the 
corresponding track pin diameters.

The TTP-Series Track Pin Press is a versatile and effective solution for 
heavy-duty applications, delivering superior performance in both 
workshop and field environments.

FEATURES

	 350mm stroke, 700-bar cylinder, C-frame, safety guards, and 
lifting eyebolts

	 20T capacity, 12mm stroke flat jack

	 Cylinder seal kit

	 Wooden carry case with individual compartments for each 
tooling set, engraved with their dimensions

	 Complete hand tool set

	 Lever chain hoist and flat sling for accurate positioning during 
field operations
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HYDRAULIC CYLINDERS

AC SERIES

Lightweight High-Strength 
Spring-Return Cylinders
The AC Series features lightweight, high-strength aluminum spring-return 
cylinders, ideal for applications requiring portability and reduced weight. 
A specialised anodised coating on the piston rod, cylinder bore, and 
body enhances durability and resists wear, extending service life. These 
cylinders offer reliable performance and are easy to transport and handle.

ACD SERIES

Lightweight Double-Acting  
Aluminium Cylinders
The ACD Series offers lightweight, double-acting aluminum cylinders 
ideal for applications where portability and low weight matter. Suited 
for tasks like bridge lifting and machinery maintenance, each cylinder 
includes a durable steel base plate for added protection and reliable 
performance in tough conditions.

FEATURES

	 Capacity: 20 – 200 ton

	 Stroke: 150 – 250mm

	 Max Operating Pressure: 700 bar

FEATURES

	 Capacity: 30 – 150 ton

	 Stroke: 50 – 300mm

	 Max Operating Pressure: 700 bar

ACHD SERIES

Double-Acting Hollow Piston  
Aluminium Cylinders
The ACHD Series features lightweight, double-acting aluminum cylinders with 
a hollow piston rod, allowing a rod or cable to pass through the entire length. 
Ideal for tensioning, load testing, and maintenance, their design supports 
longer strokes and improved efficiency. A durable steel base plate adds 
protection and ensures reliable performance in tough conditions.

FEATURES

	 Capacity: 30 – 100 ton

	 Stroke: 75 – 250mm

	 Max Operating Pressure: 700 bar
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HYDRAULIC CYLINDERS

ACHS SERIES

Spring-Return Hollow Piston  
Aluminium Cylinders
The ACHS Series offers lightweight, spring-return aluminum cylinders with 
a hollow piston rod, allowing a rod or cable to pass through the full length. 
Ideal for tensioning, load testing, bushing extraction, and maintenance, 
they combine portability with performance. A robust steel base plate 
adds durability for reliable use in demanding, mobile applications.

FEATURES

	 Capacity: 20 – 100 ton

	 Stroke: 50 – 150mm

	 Max Operating Pressure: 700 bar

ACSLC SERIES

Single-Acting Aluminium  
Locking Collar Cylinders
The ACSLC Series features single-acting, spring-return aluminum cylinders with 
a locking collar, ideal for portable, lightweight applications. A threaded piston 
rod and lock ring secure the load mechanically for safe, long-term retention. 
An anodized coating on the piston rod and lock ring resists corrosion and wear, 
while a robust steel base plate adds durability and protection.

FEATURES

	 Capacity: 30 – 200 ton

	 Stroke: 150mm

	 Max Operating Pressure: 700 bar

RAP SERIES

Single-Acting Aluminium  
Pull Cylinders
The RAP Series features lightweight, spring-return aluminum pull cylinders 
ideal for steelwork, shipbuilding, and tower tensioning. A chrome-plated 
steel piston rod ensures durability and corrosion resistance, while a 
bronze overlay reduces wear for longer service life. Removable clevis 
eyes add versatility by allowing use of the body and piston rod threads.

FEATURES

	 Capacity: 10 - 50 ton

	 Stroke: 150mm

	 Max Operating Pressure: 700 bar
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HYDRAULIC CYLINDERS

RD SERIES

Double-Acting Collar Thread Cylinders
The RD Series features heavy-duty, double-acting cylinders designed 
for high-power, precision tasks like bridge lifting, hydraulic presses, and 
construction. Built for high-cycle use, they offer threaded bodies and 
base mounting holes for flexible installation. A chrome-plated piston 
rod, bronze bearing overlay, and retract-side safety relief valves ensure 
durability and reliable performance in demanding environments.

FEATURES

	 Capacity: 30 – 100 ton

	 Stroke: 75 - 250mm

	 Max Operating Pressure: 700 bar

RDHG SERIES

Double-Acting High-Tonnage Cylinders
The RDHG Series features double-acting cylinders with capacities up to 1,600 
tons, ideal for heavy jacking, civil construction, and stressing beds. Built for 
durability, they include a chrome-plated piston rod, bronze overlay for side load 
protection, and a built-in stop ring for safety. Interchangeable grooved saddles 
and optional TSG tilt saddles add versatility, while base mounting holes and a 
concealed safety valve ensure safe, efficient operation.

FEATURES

	 Capacity: 50 - 1600 ton

	 Stroke: 50 - 300mm

	 Max Operating Pressure: 700 bar

RFJ SERIES

Single-Acting Low-Height Flat Cylinders
The RFJ Series features compact, spring-return flat cylinders designed for 
tight spaces and low-clearance areas. Ideal for maintenance, machinery 
leveling, construction, and mining, they include a chrome-plated bore and 
piston rod for corrosion resistance and a bronze overlay for added durability. 
Standard mounting holes allow easy installation, and a grooved piston rod 
end improves load grip. Optional stack plate kits (5 to 30 tons) offer added 
flexibility for low-height applications.

FEATURES

	 Capacity: 5 – 150 ton

	 Stroke: 6 - 16mm

	 Max Operating Pressure: 700 bar
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HYDRAULIC CYLINDERS 

RG SERIES

Single-Acting Collar Thread Cylinders
The RG Series offers durable spring-return cylinders ideal for production, 
maintenance, and fabrication. Designed for tough conditions, they feature 
a chrome-plated bore and piston rod for corrosion resistance, a bronze-
reinforced bearing, and a low-friction gland nut for smooth operation. 
Most models include threaded bodies and base mounting holes for easy 
installation, with optional TSX tilt saddles (RG-102 to RG-10010) for added 
versatility. Built for reliable, heavy-duty use.

FEATURES

	 Capacity: 5 - 100 ton

	 Stroke: 16 - 362mm

	 Max Operating Pressure: 700 bar

RHD SERIES

Double-Acting Hollow Piston Cylinders
The RHD Series features double-acting cylinders with a hollow piston rod, 
allowing a rod or cable to pass through the entire length. Their double-acting 
design boosts operational speed, making them ideal for longer strokes in 
tasks like tensioning, load testing, and maintenance. Base mounting holes 
ensure secure, flexible installation across various applications.

FEATURES

	 Capacity: 30 – 150 ton

	 Stroke: 38 - 258mm

	 Max Operating Pressure: 700 bar

RHS SERIES

Single-Acting Hollow Piston Cylinders
The RHS Series features spring-return cylinders with a hollow piston 
rod, allowing a rod or cable to pass through the full length. Versatile and 
reliable, they’re ideal for tensioning, load testing, bushing extraction, 
and maintenance. A chrome-plated bore and piston rod offer corrosion 
resistance, while a bronze overlay enhances durability. All models include 
a bolt-on, removable steel base plate for added protection during use.

FEATURES

	 Capacity: 2 - 100 ton

	 Stroke: 8 - 155mm

	 Max Operating Pressure: 700 bar
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RJ SERIES

Single-Acting High-Tonnage  
Jacking Cylinders

RLP SERIES

Single-Acting Low-Profile Cylinders

The RJ Series is a single-acting, spring-return cylinder ideal for high-tonnage, 
short-stroke applications like jacking, testing, weighing, and maintenance—
especially when capacities exceed the 100-ton RLP Series. A chrome-plated 
bore and piston rod provide corrosion resistance, while a bronze overlay 
enhances durability. Removable hardened saddles come standard for added 
versatility and performance.

The RLP Series features single-acting, spring-return low-profile cylinders 
designed to deliver maximum stroke with minimal collapsed height. Ideal 
for construction, mining, rail, and maintenance tasks like jacking, weighing, 
and leveling, they include a chrome-plated bore and piston rod for corrosion 
resistance and a bronze overlay for added durability. Optional TSL tilt 
saddles enhance versatility across all models.

FEATURES

	 Capacity: 150 - 200 ton

	 Stroke: 50 - 100mm

	 Max Operating Pressure: 700 bar

FEATURES

	 Capacity: 10 - 100 ton

	 Stroke: 38 - 62mm

	 Max Operating Pressure: 700 bar

HYDRAULIC CYLINDERS

RPLC SERIES

Single-Acting Pancake Locking 
Collar Cylinders
The RPLC Series features single-acting, load-return pancake locking collar 
cylinders with a compact design. A threaded piston rod and lock ring enable 
secure mechanical load holding, allowing pumps and hoses to be removed 
until lowering is needed—ideal for bridge construction and maintenance. 
Each cylinder includes a chrome-plated bore and coated piston rod and 
lock ring for corrosion and abrasion resistance. Standard features include an 
integral tilt saddle and oil overflow port for added safety and control.

FEATURES

	 Capacity: 60 - 500 ton

	 Stroke: 45 - 50mm

	 Max Operating Pressure: 700 bar
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HYDRAULIC CYLINDERS 

RSH SERIES

Single-Acting High-Tonnage Cylinders
The RSH Series offers single-acting, load-return cylinders designed for  
high-tonnage use in tight spaces. Compact and powerful, they’re ideal for civil 
construction, heavy jacking, and demanding tasks. A chrome-plated bore and 
piston rod provide corrosion resistance, while a bronze overlay reduces wear 
from side loads. Standard features include a removable grooved saddle, oil 
overflow port to limit stroke, and side-mounted eye bolts for easy handling. 
Optional TSX tilt saddles enhance versatility.

FEATURES

	 Capacity: 50 -1000 ton

	 Stroke: 50 - 300mm

	 Max Operating Pressure: 700 bar

RSHG SERIES

Single-Acting High-Tonnage Cylinders
The RSHG Series offers single-acting, load-return cylinders up to 1,000 tons, 
built for tough tasks like civil construction and heavy jacking. They feature a 
chrome-plated bore and piston rod for corrosion resistance, a bronze overlay 
to protect against side loads, and a built-in stop ring for added safety. Standard 
interchangeable hardened grooved saddles and optional TSG tilt saddles 
provide versatility. Base mounting holes and top and side eye bolts ensure easy 
lifting and positioning.

FEATURES

	 Capacity: 50 - 1000 ton

	 Stroke: 50 - 300mm

	 Max Operating Pressure: 700 bar

RSLC SERIES

Single-Acting High-Tonnage Locking 
Collar Cylinders
The RSLC Series offers single-acting, load-return cylinders with a threaded 
piston rod and locking collar for secure, long-term load support—ideal for 
bridge work and jacking. Each cylinder has a chrome-plated bore and coated 
parts for corrosion and abrasion resistance. Standard features include 
removable hardened saddles, an oil overflow port for stroke control, and 
optional TSX tilt saddles for added flexibility.

FEATURES

	 Capacity: 50 - 1000 ton

	 Stroke: 50 - 300mm

	 Max Operating Pressure: 700 bar
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PUMPS

DPA SERIES

Air Hydraulic Power Unit Pump

DPR SERIES

Air Hydraulic Power Unit Pump

The DPA Series air-driven hydraulic pumps provide proven, economical 
power for small to medium hydraulic applications where compressed air is 
available. With a 700 bar max pressure and durable metal oil reservoirs, they 
offer reliable, long-lasting performance. A built-in treadle carry handle adds 
portability, and all units come pre-filled with oil for immediate use. Ideal for a 
wide range of industrial tasks.

The DPR Series offers high-performance, two-speed air-driven pumps 
designed for applications where air power is preferred. Compatible with 
single- and double-acting cylinders, they provide flexibility through 
various valve configurations and optional sub-plates for added control. 
Each unit features a durable Gast® air motor, slide-style ON/OFF valve, 
and an 11-liter usable oil reservoir, ensuring reliable performance in 
demanding industrial settings.

FEATURES

	 Oil Capacity: 350 – 2600 cc

	 1st Stage Flow Range: 3.1 – 30 cc

	 Max Operating Pressure: 240 / 700 bar

FEATURES

	 Air actuated directional control valves, 3- & 4-way versions available

	 Pilot check valve

	 Adjustable pressure relief valve sub-plate

MODELS

	 DPA-16 (1.6 L) & DPA-40 (4.0 L)

	 Feature fully serviceable air motors, enabling economical repairs. Each 
includes a 3-position treadle offering advance, hold, and retract functions.

	 DPA-15R:

	 Designed for remote operation, this model includes a 3-meter hand 
lead with advance, hold, and retract buttons, ideal for operating small to 
medium-sized single-acting cylinders.

	 DPA-15D & DPA-38D:

	 Equipped with a 4-way/3-position manual directional control valve, these 
pumps are tailored for double-acting cylinders and tools in small to  
medium applications.

	 DPA-75 (7.5 L):

	 Known as the workhorse of the series, it features a 3-position treadle with 
advance/hold/retract capabilities, a dust cover for the release control 
valve, and a reinforced metal oil reservoir for added durability.
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PUMPS

PD SERIES

Diesel  Single Speed Radial  
Piston Pump

Reliable Heavy-Duty Performance for Field Applications

The PD Series diesel-powered single-speed radial piston units are built 
to handle demanding tasks in the field, delivering a consistent flow rate 
of at least 2.5 LPM at pressures up to 700 bar.

These units feature a 50-liter usable oil capacity and are powered by a 
dependable 3.4 kW Hatz® diesel engine. Designed for ease of transport, 
the system includes a user-friendly engine control dashboard.

The PDS models come equipped with a remote control pendant on 
a 4-meter lead, enabling convenient actuation of solenoid valves. All 
models include an externally adjustable pressure relief valve and a variety 
of directional control valve options, making them compatible with both 
single- and double-acting cylinders and tools.

For enhanced functionality, an optional sub-plate style pilot check valve 
is available, further increasing the versatility of these robust power units.

FEATURES

	 Oil Capacity: 50L

	 Motor: 3.4kW

	 PDS Models: Include remote pendant

PE SERIES

Auto 2-Speed Electric Power Pump

The Durapac auto 2-speed power unit range is designed to deliver 
exceptional flow performance for applications demanding both speed 
and power.

The single-phase 08 Series, equipped with a universal motor, is ideal 
for field use with generators. The 1.5 kW single-phase models run on a 
standard 10-amp power supply, offering high flow rates in a compact, 
portable design. For medium to large tonnage cylinders and systems, the 
three-phase 3 kW and 4 kW, 400-volt models are an excellent choice.

All units feature an externally adjustable pressure relief valve and a variety 
of directional control valve options, making them suitable for operating 
single- and double-acting cylinders and tools. Additionally, an optional 
sub-plate style pilot check valve is available for enhanced functionality.

FEATURES

	 Motor Size: 0.84 – 11 kW

	 Flow: 0.73 – 8.1 LPM @700 bar

	 Max Operating Pressure: 700 bar
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PUMPS 

PE  SERIES

2-Speed Electric Power Pump 

PE SERIES

Single Speed Radial Piston 
Power Pump

The PES and PEM series electric power units deliver exceptional 
performance, utilizing advanced gear pump technology for high 
first-stage output.

These units incorporate an unloading valve that seamlessly 
transitions full power to the second stage when crossover pressure 
is reached. This design ensures no power loss and minimizes heat 
generation, promoting efficient and dependable operation in 
demanding applications.

The single-speed radial piston power units are designed to provide a 
variety of flow and power configurations, making them suitable for a wide 
range of industrial applications.

Built for heavy-duty use, these units deliver flow rates ranging from 
0.95 Lpm to 8.10 Lpm at pressures up to 700 bar. They are available with 
valve configurations to operate single- or double-acting cylinders, with 
options for manual or solenoid controls.

For enhanced functionality, an optional sub-plate style pilot valve 
can also be included, offering additional versatility to meet specific 
operational requirements.

FEATURES

	 Flow: 0.95 – 8.10 LPM @700 bar

	 Max Operating Pressure: 700 bar
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PUMPS

PE  SERIES

Split Flow Power Pump 

The split flow power unit is designed for precise synchronization of lifting 
and lowering operations, ensuring uniform performance regardless of 
load distribution.

Powered by a single electric motor, the unit features a single pump body 
with four pressure outlets, each delivering identical oil flow per motor 
revolution. This design provides a reliable and efficient solution for critical 
lifting and lowering tasks.

Standard configurations include manual valve options for double-acting 
cylinders, with solenoid control available as an optional upgrade. Durapac 
also offers other configurations, including 2-way, 6-way, and 8-way 
setups, to accommodate a variety of applications.

FEATURES

	 4 Pressure Outlets

	 Options for split combination: 2 way, 6 way & 8 way

PP SERIES

Hydraulic High-Pressure 
Petrol Pump

This robust 4-stroke hydraulic pump is designed for high-pressure 
applications and is equipped with a protective cage for enhanced 
portability and durability on construction sites. The PPM2014 is 
a versatile and reliable solution for demanding hydraulic tasks in 
rugged environments.

FEATURES

	 Two-Speed Operation: Provides efficient performance tailored 
to your application.

	 Generous Reservoir Capacity: A 10-liter aluminum reservoir 
ensures compatibility with a wide range of hydraulic equipment.

	 Reliable Engine: Powered by a Honda GXV 2.6 kW 4-stroke petrol 
engine for consistent and powerful operation.

	 Durable Protection Cage: A sturdy tubular frame offers 
protection and simplifies lifting and transportation.

	 Advanced Valve System: Includes a 4-way, 3-position double-
acting manual directional valve with an internal check valve for 
precise control.

	 Optimized Flow Rates: Delivers a rapid first-stage oil flow of 4.5 
liters per minute, transitioning to 1.8 liters per minute at 700 bar 
(10,000 PSI) for high-pressure applications.



81Swift. Smart. Specialist

MECHANICAL EQUIPMENT 

DBJ SERIES

Hydraulic Bottle Jacks
The DBJ-Series bottle jacks offer a premium solution for a wide 
range of industrial lifting and pushing applications. With capacities 
ranging from 10 to 20 tons, these models feature an additional screw 
extension for enhanced versatility. Most models are designed for 
use in both vertical and horizontal positions, ensuring flexibility to 
suit various tasks. Additionally, spare parts and seal kits are readily 
available for all jacks in the series.

P  SERIES

High-Flow Manual Hand Pump

Durapac’s high-flow manual pumps offer powerful, portable performance 
with a two-speed design—perfect for high-tonnage cylinders where 
power isn’t available. They deliver 113 cc per stroke in the first stage for fast 
operation and 4 cc at high pressure for heavy loads. Available with 2-way or 
4-way valves, these durable, reliable pumps are built for tough conditions.

FEATURES

	 Oil Capacity: 8,000 ml

	 Max Operating Pressure: 700 bar

P  SERIES

Steel-Bodied Manual Hand Pump

The P-Series manual pumps feature durable steel construction, a range of 
tank sizes, and flow rates for portable hydraulic power. Designed for ease 
of use, they offer low handle effort and large pressure release knobs. 
Most models include a carry handle, and the P-2260 provides 30cc per 
stroke for high-flow needs. Built for reliability, Durapac pumps perform 
across diverse industries.

FEATURES

	 Oil Capacity: 240 – 8,000 ml

	 1st Stage Flow Range: 3.1 – 113 cc

	 Max Operating Pressure: 240 / 700 bar
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MECHANICAL EQUIPMENT 

DJS SERIES

Air Assisted Jack Stands

TJ SERIES

Hydraulic Toe Jacks

DRJ SERIES

Hydraulic Rail Jacks

The DJS Series jack stands are purpose-built to complement the Durapac 
SDL locking jacks. With a 100-ton rating and certification to meet the AS/
NZS 2538:2004 standard for vehicle support stands, these jack stands 
provide reliable and robust support. The pneumatic assist mechanism 
raises the central piston to contact the vehicle, while the operator secures 
it using the locking nut. Designed for convenience, the DJS Series features 
fork tine pockets and shackle lifting points for easy handling. Compatible 
with standard SDL extensions, load caps, and swivel load caps, they 
can also be interconnected using continuous tine pockets to create 
specialized stands tailored for specific vehicles or applications.

The TJ-Series toe jacks are a top-quality range, specifically designed for 
lifting heavy machinery or equipment in situations where access height 
is limited. With toe lift capacities spanning from 2 to 25 tons, these jacks 
are built for demanding applications. All models, except the TJ-2, are 
equipped with a spring return piston for enhanced functionality.

The DRJ-10 and DRJ-15 rail jacks are specifically designed for tasks such 
as aligning, gauging, and lifting rails or sleepers. Constructed with a 
forged aluminum upright base, these jacks are engineered to be durable, 
lightweight, and minimize the risk of operator injury. Both models feature 
a spring return mechanism, enabling the jack to retract to its starting 
position when not under load. To ensure safety, an internal pressure relief 
valve prevents overloading. Additionally, the bladder system within the 
aluminum-protected reservoir allows for use in both horizontal and vertical 
orientations, offering exceptional versatility.
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Hire on 30 days terms and get the products 
you need, when you need them.

Complete our fast & easy  
online account application
Online applications 
approved fast.

Apply online in 5-10 minutes.
Receive a response in 48 hours.
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1300 890 890
legendhire.com.au

Swift. Smart. Specialist

21-27 Camden Street, 
Penrith, NSW 2750

SYDNEY
59 Magnesium Drive,  
Crestmead,  QLD 4132

BRISBANE

Lot 1, 31 Macindoe Court,  
Spotswood, VIC 3015

MELBOURNE
18 Taylor Court,
Cooroy QLD 4563

SUNSHINE COAST

Complete our fast & easy  
online account application
Online applications 
approved fast.

Hire on 30 days terms and get the products 
you need, when you need them.

Apply online in 5-10 minutes.
Receive a response in 48 hours.




