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We’re a family-run business that moves fast because we care. No 
departments, no passing the buck—just direct help from someone 
who knows their stuff.

One call. No hold times. No call-backs. Just action.

Our tech handles the heavy lifting—fast quotes, easy booking, real-time 
tracking, and seamless invoicing, approvals and payments.

Smarter systems. Smoother jobs. Faster payments.

We don’t do a bit of everything. We focus on what matters—and know 
it inside out. Our team of legendary experts is here to offer advice, 
troubleshoot issues, and make sure your job keeps moving.

Real expertise. Better answers. Gear that fits the job.

NO RED TAPE, JUST REAL HELP. FAST.

SMART SYSTEMS. SIMPLE HIRING. NO PAPER CHAINS.

FOCUSED EXPERTISE. THE RIGHT GEAR. FIRST TIME.

WHAT MAKES US  
DIFFERENT
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Hire on 30 days terms and get the products 
you need, when you need them.

Apply online in 5-10 minutes 

Receive a response in 48 hours

Complete our fast & easy  
online account application.
Online applications 
approved fast.

3Swift. Smart. Specialist

Legend Hire is an Australian-owned family business, 
backed by the Joyce family who founded Jaybro and 
Orange Hire. We bring deep industry roots,  
hands-on experience, and a strong track record of 
building reliable, customer-first hire businesses from 
the ground up. 

We go beyond simply providing equipment; we are 
committed to offering innovative, safe, and efficient 
temporary works solutions that enable our clients 
to complete projects with confidence. Our diverse 
range of products is complemented by an unwavering 
commitment to service excellence.

At Legend Hire, we redefine what it means to hire 
equipment. Our focus on expertise, state-of-the-
art equipment, and transparency distinguishes us 
in an industry where profit often takes precedence 
over people. Our skilled team ensures that every 
project benefits from industry-leading capabilities in 
engineering, manufacturing, transport, and  
on-site installation.

As a family-owned Australian business, we take 
great pride in supporting the communities where we 
operate, contributing to the success and safety of 
every project we touch.We accept nothing less than 
legendary people, advice and equipment.

FAMILY OWNED 
AND OPERATED

APPLY 
TODAY
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Engineering  
(Temporary Work Solutions)

Rigging & Installation

Legend Hire are specialists in Temporary Works 
Design with  expert temporary works solutions for 
projects ranging from residential developments to 
government funded super projects.

Our in-house team of engineers is accredited 
with Engineers Australia (CPEng), the Board of 
Professional Engineers of Queensland (RPEQ), 
offering certified designs for shoring, propping, 
traffic, hydraulic jacking and stringing & winching. 
We collaborate with contractors, stakeholders, 
and construction teams to deliver tailored, 
efficient, and cost-effective solutions.

By integrating our cutting-edge products with 
practical construction methodology, we optimise 
material selection, site constraints and equipment 
availability ensuring seamless project execution. 

Our expertise covers:

	 Structural Propping
	 Hydraulic Jacking and Lifting
	 Complex ground shoring systems
	 Traffic road plate design
	 Stringing & Winching

At Legend Hire, we prioritise safety, efficiency, and 
innovation, delivering high-quality engineering 
solutions with fast turnaround times. Whether 
for major contractors or small builders, we are 
committed to supporting projects from concept 
to completion.

Legend Hire provides a comprehensive rigging and 
installation service for our entire propping range, 
including synchronized jacking and lifting solutions. 
With a team of fully qualified installers, we collaborate 
closely with project engineers, key stakeholders, and 
our in-house specialist engineers to deliver a complete 
suite of Temporary Works Solutions (TWS), from initial 
concepts to fully certified designs.

Our skilled installation team ensures a safe, efficient, 
and reliable service, consistently delivered on 
schedule to meet the highest standards.

From feasibility assessments during the tender 
process to project coordination, scheduling, and 
installation, we work side by side with our clients to 
provide innovative, tailored solutions that contribute 
to the success of their projects. By offering end-to-
end solutions for temporary works needs, we have 
solidified our reputation as a leader in rigging and 
installation services.

OUR SERVICES
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PROPPING  /  TITAN PROPS

Titan Props 
Aluminium Light Weight Props

The Titan Prop is a heavy-duty, high-capacity propping system designed 
for structural support, falsework, and shoring applications in construction 
and civil engineering projects. Engineered for strength, durability, and 
versatility, Titan Props provide exceptional load-bearing capacity, making 
them ideal for temporary works, bridge construction, and high-rise 
developments.

FEATURES

	 Material: High-strength aluminium  for enhanced durability and 
corrosion resistance.

	 Load Capacity: Designed for extreme loads, ensuring safe and 
stable structural support.

	 Adjustability: Telescopic height adjustment with secure 
locking mechanisms for precise leveling.

	 Standard Sizes:  Available in various height and load 
configurations to suit project requirements.

	 Modular Compatibility:  Works seamlessly with falsework 
systems, shoring frames, and formwork support.

	 Safety Compliance: Fully meets AS/NZS 3610, AS/NZS 1576, 
and  BS EN 1065 standards.

	 Fast Installation: Lightweight yet strong, allowing for quick 
assembly and easy handling on-site.

APPLICATIONS

	 Heavy-duty falsework and propping for concrete structures

	 Bridge construction and infrastructure support

	 High-rise building construction and refurbishment

	 Temporary shoring for excavation and underpinning projects

	 Industrial and mining sector structural support

Model No. Weight (kg) Length Lower 
Range(m)

Length Upper 
Range (m)

No. 2 17 1.7 2.9

No. 3 19 2.4 3.6

No. 4 21 2.9 4.1

No. 6 28 4.3 5.5

SPECIFICATIONS
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PROPPING  /  TITAN PROPS

FORMWORK BACKPROPPING

Extensions (m) No .2 (kN) No .4 (kN) No .6 (kN)

1.7 100

1.9 100

2.1 100

2.3 100

2.5 88

2.7 57

2.9 42 94.9

3.1 79.9

3.3 70

3.5 62.4

3.7 55

3.9 50

4.1 41

4.3 42

4.5 39

4.7 37.1

4.9 33

5.1 31

5.3 28

5.5 27

Extensions (m) No .2 (kN) No .3 (kN) No .4 (kN) No .6 (kN)

1.7 128

1.9 128

2.1 128

2.3 128

2.5 115.7 128

2.7 103.6 128

2.9 89.1 128 128

3.1 128 128

3.3 120.3 126.6

3.5 96 108.1

3.7 84.9

3.9 72.5

4.1 60.5

4.3 89.3

4.5 80.5

4.7 71.6

4.9 64.4

5.1 57.1

5.3 49.5

5.5 41.9
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PROPPING  /  MULTI PROPS

Multi Props
Aluminium Slab Shoring Props
The Legend Multi Prop is a versatile, high-load-capacity telescopic prop 
designed for falsework, shoring, and temporary structural support in 
construction and civil engineering projects. Known for its lightweight yet 
robust design, the Multi Prop offers quick adjustment, high stability, and 
modular compatibility, making it an ideal choice for formwork support, 
slab propping, and heavy-duty shoring applications.

FEATURES

	 Material: High-strength aluminium for durability and corrosion 
resistance.

	 Load Capacity: Designed for high-load applications while 
maintaining a lightweight structure for easy handling.

	 Telescopic Adjustment: Precise height adjustment with a secure 
locking mechanism for stability.

	 Standard Sizes: Available in various height ranges  
(e.g., 0.8m – 6.250m) to suit different project requirements.

	 Modular Compatibility: Can be used with shoring frames, 
formwork systems, and falsework structures.

	 Safety Compliance: Fully meets AS/NZS 3610, AS/NZS 1576, and 
BS EN 1065 standards.

	 Quick & Easy Installation: Lightweight and efficient design, 
reducing assembly time and labour costs.

APPLICATIONS

	 Falsework and slab propping in concrete construction

	 Shoring support for high-rise buildings and infrastructure projects

	 Temporary structural support for bridges and heavy civil works

	 Excavation and underpinning propping

	 Industrial and commercial construction support systems

SPECIFICATIONS

Model No. Weight (kg) Length (m) Max Load (kN)

MP 120 10.1 (L 0.80 - 1.20m) 102

MP 250 15.4 (L 1.45 - 2.50m) 99.3

MP 350 19.4 (L 1.95 - 3.50m) 96

MP 480 24.8 (L 2.60 - 4.80m) 94

MP 625 34.6 (L 4.30 - 6.25m) 57.9
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PROPPING  /  MULTI PROPS

Extension Length (cm) Lower Outer Tube (kN) Lower Inner Tube (kN)

80 89.3 102

90 89 102

100 88.7 102

110 88.7 98

120 88.7 94

Extension Length (cm) Lower Outer Tube (kN) Lower Inner Tube (kN)

150 99.3 94

160 99.3 94

170 99.3 94

180 97.2 94

190 92.9 94

200 88.7 94

210 86.5 94

220 84.4 94

230 82.5 92.4

240 80.9 89.2

250 79.3 86

Extension Length (cm) Lower Outer Tube (kN) Lower Inner Tube (kN)

200 96 94.7

210 93.1 94.7

220 90.1 94.7

230 87.5 94.1

240 85.1 93.1

250 82.7 92

260 79.3 88.7

270 76 85.3

280 73.3 82.7

290 70.7 80

300 68.7 77

310 66.7 74

320 63.1 71

330 59.6 68

340 54.7 61.5

350 49.8 54.9

Extension Length (cm) Lower Outer Tube (kN) Lower Inner Tube (kN)

260 88.7 94

270 87.8 92.3

280 87 90.7

290 86.2 89

300 85.3 87.3

310 80.2 84.9

320 75.1 82.5

330 70 80

340 66.6 77.3

350 63.2 74.7

360 59.7 72

370 56.2 67.4

380 52.8 62.7

390 49.3 58.1

400 46.3 54.1

410 43.3 50

420 40.3 45.9

430 38 43.3

440 35.7 40.8

450 33.5 38.2

460 31.2 35.6

470 28.9 33.1

480 26.7 30.5

Extension Length (cm) Lower Outer Tube (kN) Lower Inner Tube (kN)

430 57.9 45.7

440 56.3 45.7

450 54.7 45.7

460 52.5 45.1

470 50.2 44.5

480 47.8 43.6

490 45.1 42.5

500 42.4 41.3

510 39.8 39.9

520 37.2 38.5

530 34.9 37

540 32.9 35.6

550 30.9 34.1

560 29.3 32.6

570 27.7 31.1

580 26.3 29.5

590 25 27.9

600 23.7 26.2

610 22.6 24.8

620 21.5 23.4

625 21 22.7

MP 120    L = 0.80 – 1.20 m

MP 250   L = 1.45 – 2.50 m

MP 350   L = 1.95 – 3.50 m

MP 480   L = 2.60 – 4.80 m

MP 625   L = 4.3 – 6.25 m

SPECIFICATIONS
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PROPPING  /  10T PROP

Legend 10T Prop

The LEGEND 10T  Prop is a high-strength, lightweight propping system designed 
for falsework, shoring, and heavy-duty structural support in construction and civil 
engineering projects. It offers exceptional load-bearing capacity while being 
versatile, easy to assemble, and highly adjustable, making it ideal for temporary 
works, formwork support, and infrastructure projects.

FEATURES

	 Material: High-strength galvanised steel for durability and 
corrosion resistance.

	 Load Capacity: Engineered for medium to heavy-duty propping 
applications with a high load-to-weight ratio.

	 Adjustability: Telescopic height adjustment for flexible propping 
configurations.

	 Standard Sizes: Available in various heights to suit multiple project 
requirements.

	 Modular Design: Compatible with Legend 10t, Legend 100T, and 
other LEGEND falsework systems.

	 Safety Compliance: Meets AS/NZS 3610, AS/NZS 1576, and BS EN 
1065 safety standards.

	 Quick Installation: Lightweight yet strong, ensuring easy handling 
and fast assembly on-site.

 

APPLICATIONS

	 Falsework and shoring for concrete structures

	 Temporary support in high-rise and infrastructure projects

	 Bridge construction and refurbishment works

	 Excavation and underpinning support systems

	 Heavy-duty scaffolding and modular support frameworks

VERTICAL WORKING LOAD LIMIT

Length (mm) Weight (kg)

90 7.3

180 8.8

360 12.4

540 16

900 22.1

1800 40

2700 55

3600 73

Design Considerations:

•	 Working Load Limit of 1.5 applied

•	 Props laterally restrained top and bottom

•	 Eccentricity of L/200 has been applied 
around the minor axis

LEGEND 10T SECTIONS

Product : Legend 10T
Reference : TD

LH
10T-02

TEC
H D

ATA REF : PRO
PPING

Technical D
ata

View
 of Plate

Section D
etails

X - Section

N
otes

1. 
All dim

ensions in m
m

 U.N
.O

.
2. 

Steel m
aterial to be m

anufactured 
to AS 3679 &

 a m
inim

um
 grade 350 

U.N
.O

.
3. 

Alternative grade 55 class 1 to 
ASTM

 A607-98.
4. 

All w
elds to be 4m

m
 m

inim
um

 
type SP to AS1554.

5. 
N

om
inal bend radius w

ill require 
alignm

ent of bending axis 
transverse to plate rolling direction 
(i.e. grain alignm

ent) to avoid plate 
cracking.

6. 
N

on-destructive testing of all bend 
surfaces and all w

elds has been 
carried out in accordance w

ith the 
standards.

7. 
All hole openings are +/- 0.125m

m
 

U.N
.O

.
8. 

All item
s are fully hot dip 

galvanised in accordance w
ith 

AS4680.
9. 

D
etails of all other shore 100 prop 

accessories are outlined w
ithin this 

technical docum
ent.

10. 
C

om
patibility w

ith the Legend 
50T, Legend 100T and titan prop 
categories outlined w

ithin this 
technical docum

ent.

Legend 10T Sections

Legend 10T Properties

90 m
m

7.3 kg

180 m
m

8.8 kg

360 m
m

12.4 kg

540 m
m

16.0 kg

900 m
m

22.1 kg

1800 m
m

40.0 kg

2700 m
m

55.0 kg

3600 m
m

73.0 kg

C
ross Sectional Area

2460m
m

²

M
om

ent of Inertia in X
17.9 x 10

6m
m

4

M
om

ent of Inertia in Y
5.6 x 10

6m
m

4

Radius of G
yration in X:

85.3m
m

Radius of G
yration in Y:

47.8m
m

Elastic M
odulus in X(Zxx):

159 x 10³m
m

³

Elastic M
odulus in Y(Zyy):

62.6 x 10³m
m

³

Plastic M
odulus in X(Zxx):

190.6 x 10³m
m

³

Plastic M
odulus in Y(Zyy):

101.6 x 10³m
m

³

Young M
odulus (E):

200 x 10³M
Pa

M
inim

um
 Yield Stress (fy):

345 M
Pa

02



45Swift. Smart. Specialist

PR
O

PP
IN

G
  H

IR
E

PROPPING  /  10T PROP

With Single Jack  
and Foot Jack 
Adaptor (mm) Kg 90mm 180mm 360mm 540mm 900mm 1800mm 2700mm 3600mm Kg

with Top and Bottom  
Jack and Two Tilt Bases 
(Raking Prop) (mm)

450–655 18 38 900–1310

540–745 25.3 1 45 990–1400

630–835 26.8 1 46 1080–1490

810–1015 30.4 1 50 1260–1670

990–1195 34 1 54 1440–1850

1170–1375 42.8 2 62 1620–2030

1350–1555 40.1 1 60 1800–2210

1530–1735 50 2 70 1980–2390

1710–1915 52.5 1 1 72 2160–2570

1890–2095 56.1 1 1 76 2340–2750

2010–2275 64.9 2 1 85 2460–2930

2250–2455 58 1 78 2700–3110

2430–2635 78.4 1 3 98 2880–3290

2610–2815 70.4 1 1 90 3060–3470

2790–2995 74 1 1 94 3240–3650

2970–3175 82.8 2 1 102 3420–3830

3150–3355 73 1 93 3600–4010

3330–3535 90 2 1 110 3780–4190

3510–3715 98.8 2 1 1 118 3960–4370

3690–3895 107.6 4 1 127 4140–4550

3870–4075 106 3 1 126 4320–4730

4050–4255 91 1 111 4500–4910

4230–4435 123.6 4 1 1 143 4680–5090

4410–4615 103.4 1 1 123 4860–5270

4590–4795 107 1 1 127 5040–5450

4770–4975 115.8 2 1 135 5220–5630

4950–5155 113.1 1 1 133 5400–5810

5130–5335 128.2 3 1 148 5580–5990

5310–5515 125.5 1 1 1 145 5760–6170

5440–5695 129.1 1 1 1 149 5890–6350

5670–5875 144.2 3 1 1 164 6120–6530

5850–6055 131 1 1 151 6300–6710

6030–6235 151.4 1 3 1 171 6480–6890

6210–6415 143.4 1 1 1 163 6660–7070

6390–6595 147 1 1 1 167 6840–7250

6570–6775 155.8 2 1 1 175 6570–6775

6750–6955 146 1 1 166 7200–7610

6950–7135 163 2 1 1 183 7400–7790

7110–7315 165.5 1 1 1 185 7560–7970

Number of Intermediate Beams Required

SPECIFICATIONS
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Accessory Weight (kg)

End Plate Adaptor & Scaffold Bracket 1.67

Connection Angle 2.14

50-10T Flange Connector 11

Rocking Head 9.7

Strut Adaptor 1.6

Tilt Base 6

Screw Jacks 12.8

Jack Spanner

Foot Adaptor 5.2

Six Way Connector 25

LEGEND 10T ACCESSORIES

Angle of Racking (°)

Length (m) 0° 10° 20° 30° 40° 45° 50° 60° 90°
1 510 510 510 510 510 510 510 510 510

2 435.8 436 436.3 436.9 437.6 438 438.5 439.4 442.8

2.5 377.9 378.2 378.8 379.5 380.6 381 381.7 383 387.6

3 325.4 325.6 326.2 327.2 328.5 329.2 330 331.6 337.3

3.5 285.5 285.8 286.5 287.7 289.3 290.1 291 293 299.9

4 255.1 255.5 256.4 257.7 259.5 260.6 261.6 264.1 272.2

4.5 229.7 230.2 231.3 232.9 234.9 236.1 237.3 240.2 249.7

5 207.1 207.6 208.8 210.7 212.9 214.3 215.7 218.9 229.6

5.5 185.8 186.5 187.6 189.7 192.2 193.7 195.3 198.7 210.6

6 165 165.7 167 169.1 172 173.4 175.2 179 191.9

6.5 144.3 145 146.5 148.7 151.6 153.1 154.9 159 172.5

7 123.5 124.2 125.7 128 130.8 132.5 134.3 138.5 152.2

RACKING WORKING LOAD LIMIT

Design Considerations:

•	 A rocking head and jack are positioned at both 
ends and are laterally restrained.

•	 The working load limit values are the limit state 
design capacities divided by a safety factor. 
An axial load eccentricity of L/200 has been 
applied about the minor axis.

•	 All assembly bolts are fully tensioned.

•	 The effective length of the raking prop is taken 
as the linear distance between the universal tilt 
bases at both ends.

•	 For effective lengths greater than 8600 mm, 
it is recommended that the props be used for 
wind-loading applications only.

PROPPING  /  10T PROP

Right Hand Base Jack

Jack Spanner

Tilt Base Foot

Left Hand Base Jack

Foot Jack Adaptor

Rocking Head

10T Strut Adaptor
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PROPPING  /  50T PROP

 Legend 50T Prop

The LEGEND 50T Prop is a heavy-duty, high-load-capacity propping 
system designed for falsework, shoring, and temporary structural 
support in large-scale construction and civil engineering projects. 
Engineered for superior strength and stability, the Legend 50T system 
provides reliable load-bearing support for bridgeworks, high-rise 
buildings, and industrial infrastructure.

FEATURES

	 Material: High-strength galvanised steel for durability and 
corrosion resistance.

	 Load Capacity: Designed to support extreme structural loads, 
ensuring stability in demanding applications.

	 Adjustability: Telescopic height adjustment for precise 
leveling and flexible propping configurations.

	 Standard Sizes: Available in multiple height and load-bearing 
variations to suit project needs.

	 Modular Compatibility: Works with shoring frames, falsework, 
and other heavy-duty propping systems.

	 Safety Compliance: Fully meets AS/NZS 3610, AS/NZS 1576, 
and BS EN 1065 standards for structural support.

	 Easy Assembly: Quick and efficient installation, minimizing 
downtime on-site.

 

APPLICATIONS

	 Falsework support in bridge construction and deck systems

	 Heavy-duty propping for high-rise building construction

	 Temporary shoring for structural modifications and repairs

	 Formwork support in large-scale concrete pours

	 Excavation and underpinning support systems

VERTICAL WORKING LOAD LIMIT

Design Considerations:

•	 Working Load Limit of 1.5 applied

•	 Props laterally restrained top and bottom

•	 Eccentricity of L/200 has been applied 
around the minor axis

LEGEND 50T SECTIONS

Length (mm) Weight (kg)

125 8

250 11

500 18

1000 30

2000 56

Product : Legend 50T
Reference : LH

50T-01
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ATA REF : PRO
PPING
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PROPPING  / 50T PROP

Prop Height Required 
(mm)	 Total Weight {kg)	

Legend 50T Jack
(400-610mm) 125mm 250mm 500m 1000m 2000m

400-610 25 1
525-735 33 1 1
650-860 33 1 1
775-985 44 1 1 1
900-1110 42 1 1
1025-1235 50 1 1 1
1150-1360 53 1 1 1
1275-1485 61 1 1 1 1
1400-1610 55 1 1
1525-1735 63 1 1 1
1650-1860 66 1 1 1
1775-1985 74 1 1 1 1
1900-2110 72 1 1 1
2025-2235 80 1 1 1 1
2150-2360 83 1 1 1 1
2275-2485 91 1 1 1 1 1
2400-2610 80 1 1
2525-2735 88 1 1 1
2650-2860 91 1 1 1
2775-2985 99 1 1 1 1
2900-3110 97 1 1 1
3025-3235 105 1 1 1 1
3150-3360 108 1 1 1 1
3275-3485 116 1 1 1 1 1 1
3400-3610 110 1 1 1 1 1
3525-3735 118 1 1 1
3650-3860 121 1 1 1 1
3775-3985 129 1 1 1 1 1
3900-4110 127 1 1 1 1
4025-4235 135 1 1 1 1 1
4150-4360 138 1 1 1 1 1
4275-4485 146 1 1 1 1 1 1
4400-4610 135 1 2
4550-4760 143 1 1 2
4650-4860 146 1 1 2
4775-4985 154 1 1 1 2
4900-5110 152 1 1 2
5025-5235 160 1 1 1 2
5150-5360 163 1 1 1 2
5275-5485 171 1 1 1 1 2
5400-5610 165 1 1 2
5524-5735 173 1 1 1 2
5775-5985 184 1 1 1 1 2
5900-6110 182 1 1 2
6025-6235 190 1 1 1 1 2
6150-6350 193 1 1 1 1 2
6275-6485 201 1 1 1 1 1 2
6400-6610 190 1 3
6525-6735 198 1 1 3
6650-6860 201 1 1 3
6775-6985 209 1 1 1 3
6900-7110 207 1 1 3
7025-7235 215 1 1 1 3
7150-7360 218 1 1 1 3
7275-7485 226 1 1 1 1 3
7400-7610 220 1 1 3
7525-7735 228 1 1 1 3
7650-7860 231 1 1 1 3
7775-7985 239 1 1 1 1 3
7900-8110 237 1 1 1 3
8025-8235 245 1 1 1 1 3
8150-8360 248 1 1 1 1 3
8275-8485 256 1 1 1 1 1 3
8525-8735 253 1 1 4
8650-8860 256 1 1 4
8775-8985 264 1 1 1 4
8900-9110 262 1 1 4
9025-9235 270 1 1 1 4

Number of Intermediate Beams Required
SPECIFICATIONS
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PROPPING  / 50T PROP

Angle of Racking (°)

Length (m) 0° 10° 20° 30° 40° 45° 50° 60° 90°
1 510 510 510 510 510 510 510 510 510

2 435.8 436 436.3 436.9 437.6 438 438.5 439.4 442.8

2.5 377.9 378.2 378.8 379.5 380.6 381 381.7 383 387.6

3 325.4 325.6 326.2 327.2 328.5 329.2 330 331.6 337.3

3.5 285.5 285.8 286.5 287.7 289.3 290.1 291 293 299.9

4 255.1 255.5 256.4 257.7 259.5 260.6 261.6 264.1 272.2

4.5 229.7 230.2 231.3 232.9 234.9 236.1 237.3 240.2 249.7

5 207.1 207.6 208.8 210.7 212.9 214.3 215.7 218.9 229.6

5.5 185.8 186.5 187.6 189.7 192.2 193.7 195.3 198.7 210.6

6 165 165.7 167 169.1 172 173.4 175.2 179 191.9

6.5 144.3 145 146.5 148.7 151.6 153.1 154.9 159 172.5

7 123.5 124.2 125.7 128 130.8 132.5 134.3 138.5 152.2

RACKING WORKING LOAD LIMIT

Design Considerations:

•	 A rocking head and jack are positioned at both 
ends and are laterally restrained.

•	 The working load limit values are the limit state 
design capacities divided by a safety factor. 
An axial load eccentricity of L/200 has been 
applied about the minor axis.

•	 All assembly bolts are fully tensioned.

•	 The effective length of the raking prop is taken 
as the linear distance between the universal tilt 
bases at both ends.

•	 For effective lengths greater than 8600 mm, 
it is recommended that the props be used for 
wind-loading applications only.

LEGEND 50T ACCESSORIES

Accessory Weight (kg)

Screw Jack 21

Pivot End Connector 10

Sole Fixing Plate 25

Side Web Connector 12

Needle Beam Clamp 17

50T - 10T Adaptor 11

50T Rocking Head

50T Transfer Plate

Side Web Connector

50T Base Jack

Single Bolt Coupler

Needle Beam Clamp
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Legend 100T Prop

The LEGEND 100T Prop is a heavy-duty, high-load-capacity propping 
system designed for major construction and infrastructure projects. 
Engineered for maximum strength and stability, LEGEND props are 
ideal for falsework, shoring, and temporary support applications, 
including bridge construction, high-rise developments, and heavy civil 
engineering works.

FEATURES

	 Material: High-strength galvanised steel for durability and 
corrosion resistance.

	 Load Capacity: Designed for extreme loads, capable of 
supporting significant structural weights.

	 Adjustability: Telescopic height adjustment with precision 
settings for optimal support.

	 Standard Sizes: Available in multiple sizes to accommodate 
various project requirements.

	 Safety Compliance: Fully meets AS/NZS 3610, AS/NZS 1576, 
and BS EN 1065 standards.

	 Compatibility: Works with LEGEND shoring systems, 
falsework, and heavy-duty propping applications.

 

APPLICATIONS

	 Bridge construction and deck support

	 Falsework and high-load propping in civil engineering

	 High-rise building construction and structural modifications

	 Heavy-duty shoring for excavations and underpinning

	 Industrial and infrastructure support systems

VERTICAL WORKING LOAD LIMIT

PROPPING  /  100T PROP

Design Considerations:

•	 Working Load Limit of 1.5 applied

•	 Props laterally restrained top and bottom

•	 Eccentricity of L/200 has been applied 
around the minor axis

LEGEND 100T SECTIONS

Length (mm) Weight (kg)

90 26

270 36

450 46

900 66

1800 114

2700 162

Product : Legend 100T
Reference : LH

100T-01

TEC
H D

ATA REF : PRO
PPING

Technical D
ata

End Plate D
etail
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N
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1. 
All dim

ensions in m
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.
2. 
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inim

um
 grade 350 
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.O

.
3. 

All w
elds to be 4m

m
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type SP to AS 1554.
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ent of bending axis 
transverse to plate rolling direction 
(i.e. grain alignm

ent) to avoid plate 
cracking.

5. 
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6. 
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.
7. 
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Legend 100T Sections

Legend 100T Properties
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PROPPING  /  100T PROP

Prop Height Required 
(mm)	

Total Weight 
{kg)	

Legend 100T Jack
(410-620mm) 90mm 270mm 450mm 900mm 1800mm 2700mm

410–620 54kg 1

500–710 79kg 1 1

680–890 89kg 1 1

860–1070 99kg 1 1

950–1160 124kg 1 1 1

1130–1340 134kg 1 1 1

1220–1430 159kg 1 1 1 1

1310–1520 119kg 1 1

1400–1610 144kg 1 1 1

1580–1790 154kg 1 1 1

1670–1880 179kg 1 1 1 1

1760–1970 164kg 1 1 1

1940–2150 214kg 1 1 2 1

2120–2330 224kg 1 1 1 1 1

2300–2510 191kg 1 1 1

2480–2690 201kg 1 1 1

2660–2870 211kg 1 1 1

2840–3050 261kg 1 1 2 1

3020–3230 271kg 1 1 1 1 1

3200–3410 239kg 1 1 1

3380–3590 249kg 1 1 1

3560–3770 259kg 1 1 1

3740–3950 309kg 1 2 1 1

3920–4130 319kg 1 1 1 1 1

4100–4310 304kg 1 1 1 1

4280–4490 294kg 1 1 1

4460–4670 324kg 1 1 1 1

4640–4850 374kg 1 1 2 1 1

4820–5030 384kg 1 3 1 1

5000–5210 351kg 1 1 1 1

5180–5390 361kg 1 1 1 1

5360–5570 371kg 1 1 1 1

5540–5750 396kg 1 2 1 1 1

5720–5930 431kg 1 1 1 1 1 1

5900–6110 399kg 1 1 2

6080–6290 409kg 1 1 2

6260–6470 419kg 1 1 2

6440–6650 469kg 1 2 1 2

6620–6830 479kg 1 3 2

6800–7010 464kg 1 1 1 2

6980–7190 474kg 1 1 1 2

7160–7370 484kg 1 1 1 2

7340–7550 534kg 1 1 2 1 2

7520–7730 544kg 1 1 1 1 1 2

7700–7910 511kg 1 1 1 2

7880–8090 521kg 1 1 1 2

8060–8270 531kg 1 1 1 2

8240–8450 581kg 1 2 1 1 2

8420–8630 591kg 1 1 1 1 1 2

8600–8810 559kg 1 1 3

8780–8990 569kg 1 1 3

8960–9170 579kg 1 1 3

9140–9350 629kg 1 2 1 3

9320–9530 639kg 1 1 1 1 3

9500–9710 649kg 1 2 1 3

9680–9890 634kg 1 1 1 3

9860–10070 644kg 1 1 1 3

10040–10250 694kg 1 2 1 1 3

10220–10430 704kg 1 1 1 1 1 3

10400–10610 671kg 1 1 1 3

10580–10790 681kg 1 1 1 3

10760–10970 691kg 1 1 1 3

10940–11150 741kg 1 2 1 1 3

11120–11330 751kg 1 1 1 1 1 3

11300–11510 736kg 1 1 1 1 3

Number of Intermediate Beams Required
SPECIFICATIONS
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PROPPING  /  100T PROP

Effective  
Length (m)

e = 10 
(mm)

e = 25
(mm)

e = 38
(mm)

Governing Envelope 
(kN)

2 666 603 558 522

2.5 661.5 598.5 553.5 517.5

3 657 594 549 513

3.5 652.5 589.5 544.5 508.5

4 648 585 540 504

4.5 630 569.3 526.5 490.5

5 612 553.5 513 477

5.5 594 537.8 499.5 463.5

6 576 522 486 450

6.5 549 499.5 465.8 432

7 522 477 445.5 414

7.5 495 454.5 425.3 396

8 468 432 405 378

8.5 441 407.3 382.5 357.8

9 414 382.5 360 337.5

9.5 387 357.8 337.5 317.3

10 360 333 315 297

10.5 337.5 312.8 295.9 279

11 315 292.5 276.8 261

11.5 292.5 272.3 257.6 243

12 270 252 238.5 225

12.5 252 236.3 223.9 211.5

13 234 220.5 209.3 198

13.5 216 204.8 194.6 184.5

14 198 189 180 171

14.5 184.5 176.6 168.8 160.9

15 171 164.3 157.5 150.8

15.5 157.5 151.9 146.3 140.6

16 144 139.5 135 130.5

16.5 135 130.5 126 121.5

17 126 121.5 117 112.5

17.5 117 112.5 108 103.5

18 108 103.5 99 94.5

RACKING WORKING LOAD LIMIT

Design Considerations:

•	 Working Load Limit of 1.5 applied

•	 Props laterally restrained top and bottom

•	 Eccentricity of L/200 has been applied 
around the minor axis

•	 Approximate / graph-derived, suitable for 
engineering reference and comparison.

Accessory Weight (kg)

Racking Head 50

Screw Jack 60

Needle Beam Fixing Clamp 18.3

Transfer Fixing Plate 48.5

LEGEND 100T ACCESSORIES

100T Rocking Head 100T Base Jack 100T Transfer Plate
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PROPPING  /  PROPPING ACCESSORIES

Hardwood Sleepers

GT Beams

Hardwood F11 Sleepers are high-strength, durable timber sleepers 
graded to F11 structural rating, making them ideal for heavy-duty 
landscaping, retaining walls, and structural applications. These sleepers 
are known for their high load-bearing capacity, durability, and natural 
resistance to harsh weather conditions, making them suitable for both 
above-ground and in-ground use.

A GT Beam is a high-strength structural beam specifically designed 
for heavy-duty propping, formwork, and falsework applications 
in construction and civil engineering projects. GT Beams provide 
exceptional load-bearing capacity while maintaining a lightweight yet 
durable design, making them ideal for temporary support systems, 
bridge works, and large-scale concrete construction projects.

FEATURES

	 Material: High-quality Australian hardwood for superior strength and 
longevity.

	 Structural Grade: F11 rating, ensuring high bending strength and 
durability in heavy-load applications.

	 Standard Sizes: Available in 200mm x 100mm, with lengths typically 
ranging from 2.4m, 1.2m, and 600mm.

	 Weather Resistance: Naturally resistant to warping, splitting, and 
decay.

	 Sustainability: Responsibly sourced from certified Australian forestry.

FEATURES

	 Material: High-grade wooden formwork beam for superior strength 
and durability, with a  240mm deep by 80mm wide profile.

	 Beam Profile: Optimized for high bending resistance and load 
distribution.

	 Sizes: Width 8cm x standard lengths, typically 1.2m, 2.4m, 3.6m, 
4.8m. Custom sizes available.

	 Load Capacity: Engineered for heavy loads, suitable for falsework, 
propping, and shoring.

	 Compatibility: Designed to work with Acrow props, Multi prop, Titan 
props, hydraulic jacks, and modular scaffolding systems.

	 Compliance: Meets AS/NZS 3610, AS/NZS 1576, and other relevant 
structural standards.

APPLICATIONS

	 Heavy-duty outdoor construction projects

	 Bridge decking, fencing, and pathway sleepers

	 Structural propping and support in construction and civil works

	 Railway sleepers and industrial timber applications

APPLICATIONS

	 Temporary propping and shoring in construction projects

	 Falsework support for bridgeworks and heavy concrete structures

	 Structural load transfer in civil engineering projects

	 Façade retention systems

	 Underpinning and excavation support

SPECIFICATIONS

SPECIFICATIONS

Model No. Weight  
(kg)

Length 
(cm)

Width  
(cm)

Height 
(cm)

Quarter - Sleeper 10 60 20 10

Half - Sleeper 20 120 20 10

Full - Sleeper 40 240 20 10

Model No. Weight (kg) Width (cm) Length (cm)

1.5m GT Beam 8.9 8 150

2.4m GT Beam 14.2 8 240

3m GT Beam 17.7 8 300

4.5m GT Beam 26.6 8 450

6m GT Beam 35.4 8 600
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PROPPING  /  PROPPING ACCESSORIES

Needle Beams
Needle Beam Propping is a temporary structural support system used in 
construction and renovation projects to transfer loads from walls or structures to 
a stable foundation while openings are created, or structural modifications are 
made. It is commonly used in underpinning, wall removal, façade retention, and 
structural alterations, providing safe load distribution to ensure stability.

FEATURES

	 Material: High-strength structural steel (typically S355 or equivalent) 
for maximum durability.

	 Beam Sizes: Available in various standard lengths (e.g., 100mm, 
150mm, 200mm, and 250mm UB or UC beams), with custom sizes 
available based on load requirements.

	 Load Capacity: Engineered to handle high-load applications in 
propping, shoring, and falsework systems.

	 Corrosion Resistance: Hot dip galvanised or painted for long-term 
durability in harsh environments.

	 Adjustable Support: Used in combination with Acrow props, hydraulic 
jacks, and shoring systems for controlled load transfer.

	 Compliance: Meets AS/NZS 3610, AS/NZS 1576, and structural 
engineering safety standards.

APPLICATIONS

	 Temporary support for wall removals and lintel installations
	 Load-bearing support during façade retention
	 Underpinning and basement excavations
	 Propping for bridge and civil infrastructure works
	 Structural modifications in commercial and residential renovations

SPECIFICATIONS

Model No. Weight  
(kg)

Length 
(cm)

Width  
(cm)

Height 
(cm)

150UB 18 40 200 7.5 15.5

200UB22 50 200 13.3 20.2

200UB22 75 300 13.3 20.2

310UC118 250 200 30.7 31.5

310UC118 250 300 30.7 31.5

310UC118 250 400 30.7 31.5

SHS Needle Beams 21 200 7.5 7.5

Scaffold Tube
A scaffold tube is a strong structural component used in scaffolding to provide 
support and stability for construction and maintenance work. Typically made from 
steel or aluminium, it forms the main framework for temporary access platforms 
and is used with fittings such as couplers and clamps to create secure structures.

FEATURES

	 Material: High-quality galvanised steel for strength and corrosion 
resistance.

	 Standard Compliance: Meets AS/NZS 1576, BS 1139, and EN 39 
standards for safety and reliability.

	 Diameter: Typically, 48.3mm outer diameter, compatible with standard 
scaffold fittings.

	 Wall Thickness: Available in 48.3mm (Heavy Duty).

	 Lengths: Supplied in common sizes (e.g., 6m, 4m, 3m, 2m) or cut to 
custom lengths as required.

	 Finish: Hot-dip galvanised for rust resistance or painted for 
identification purposes.

APPLICATIONS

	 Construction scaffolding frameworks
	 Propping and temporary structural support
	 Industrial and offshore maintenance scaffolds
	 Formwork and falsework in civil projects
	 Customised pipe structures for warehouses and storage racks

SPECIFICATIONS

Model No. Weight (kg) Outside Dimension (mm)

1m 43 50

2m 8.6 50

3m 12.9 50

4m 17.2 50

5m 21.5 50

6m 25.8 50
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PROPPING  /  PROPPING ACCESSORIES

Titan Coupler

Single Bolt Coupler

A Titan Coupler is a high-strength scaffold fitting designed for heavy-
duty propping and scaffolding applications. It provides a secure, rigid 
connection between scaffold tubes, ensuring maximum stability and 
load-bearing capacity. Titan couplers are widely used in falsework, 
temporary support structures, and high-load scaffolding systems, 
particularly in construction, infrastructure, and industrial projects.

FEATURES

	 Material: High-grade forged steel for superior strength and durability.

	 Standard Compliance: Meets AS/NZS 1576, BS 1139, and EN 74 safety 
standards.

	 Tube Compatibility: Designed for 48.3mm OD scaffold tubes 
(galvanised steel or aluminium).

	 Load Capacity: Engineered for high-load applications in scaffolding 
and propping systems.

	 Finish: Hot-dip galvanised or zinc-plated for corrosion resistance and 
longevity.

	 Bolt Mechanism: Heavy-duty bolts and locking nuts for a secure, slip-
resistant connection.

COUPLER TYPES

	 Titan Fixed Coupler – Connects two tubes at a 90-degree angle for 
rigid and stable structures.

	 Titan Swivel Coupler – Allows tubes to be joined at variable angles, 
offering flexibility in complex designs.

	 Titan Sleeve Coupler – Joins two scaffold tubes end-to-end for 
continuous lengths in propping and support systems.

APPLICATIONS

	 Heavy-duty scaffolding and access platforms
	 Propping and falsework support in construction projects
	 Bridge and infrastructure temporary works
	 High-load industrial and offshore scaffolding
	 Formwork and shoring systems

Scaff Tube Coupler
A Scaffold Tube Coupler is a critical component used in scaffolding 
systems to securely connect scaffold tubes, ensuring structural stability 
and safety in construction, maintenance, and industrial applications. 
These couplers are designed to provide strong and reliable connections 
between steel or aluminium scaffold tubes, allowing for the creation of 
stable working platforms and access structures.

FEATURES

	 High-strength forged or pressed steel construction
	 Corrosion-resistant galvanised finish for durability
	 Designed to meet AS/NZS 1576, BS 1139, and EN 74 standards
	 Provides a secure, slip-resistant connection
	 Suitable for various scaffolding and propping applications

APPLICATIONS

	 Construction scaffolding
	 Industrial maintenance access platforms
	 Temporary structural support systems
	 Bridge and infrastructure projects
	 Marine and offshore scaffolding
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PROPPING  /  POWER POLE BRACE

FEATURES

	 Manufactured from 350MPa structural-grade steel
	 Provides restraint and stability in  both X and Y directions
	 Assembled using  grade 8.8 threaded rods  for strength and durability
	 Designed to suit pole diameters between 250–530mm
	 Custom configurations  available for larger poles or specialised 

applications

Power Pole Brace

Concrete Blocks - 1.5T

The Legend Hire Power Pole Brace is a purpose-designed system for 
pole propping and support applications. Built from high-grade structural 
steel, this unit provides a safe, reliable, and efficient solution for 
stabilising poles of various sizes — ideal for infrastructure, maintenance, 
and construction projects.

Our brace system is designed as a compact and cost-effective 
alternative to bulkier equipment like pole grab trucks. It’s compatible 
with our range of modular and tilt props, allowing quick and secure 
connection to ground-based systems for a complete engineered setup 
that meets compliance and safety standards.

Each set includes a steel brace assembly secured using a threaded rod. 
The design ensures stability in both the X and Y directions, keeping poles 
firmly in position even under heavy loads.

Dimensions 1800 x 600 x 600 mm

Weight Approx.1500 kg

With a approx weight of 1500kg, Legend Hire concrete blocks are ideal 
as a mass counterweight for a  range of propping applications.
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Hire on 30 days terms and get the products 
you need, when you need them.

Complete our fast & easy  
online account application
Online applications 
approved fast.

Apply online in 5-10 minutes.
Receive a response in 48 hours.
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1300 890 890
legendhire.com.au

Swift. Smart. Specialist

21-27 Camden Street, 
Penrith, NSW 2750

SYDNEY
59 Magnesium Drive,  
Crestmead,  QLD 4132

BRISBANE

Lot 1, 31 Macindoe Court,  
Spotswood, VIC 3015

MELBOURNE
18 Taylor Court,
Cooroy QLD 4563

SUNSHINE COAST

Complete our fast & easy  
online account application
Online applications 
approved fast.

Hire on 30 days terms and get the products 
you need, when you need them.

Apply online in 5-10 minutes.
Receive a response in 48 hours.




