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OWNED AND 
OPERATED BY 
AUSTRALIAN 
LEGENDS

Legend Hire is a proudly Australian-owned business that 
is reshaping the equipment hire industry. We go beyond 
simply providing equipment; we are committed to 
offering innovative, safe, and efficient temporary works 
solutions that enable our clients to complete projects 
with confidence. Our diverse range of products is 
complemented by an unwavering commitment to service 
excellence.

At Legend Hire, we redefine what it means to hire 
equipment. Our focus on expertise, state-of-the-art 
equipment, and transparency distinguishes us in an 
industry where profit often takes precedence over 
people. Our skilled team ensures that every project 
benefits from industry-leading capabilities in engineering, 
manufacturing, transport, and on-site installation.

As a family-owned Australian business, we take great 
pride in supporting the communities where we operate, 
contributing to the success and safety of every project 
we touch.

Expect nothing less than legendary people, advice  
and equipment.



Stringing & Winching  Equipment Specialist

STRINGING    WINCHING    SHORING    JACKING    
PROPPING     PIPE TESTING

Legendary skills and services in

Get in contact with our Legends today  1300 890 890
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At Legend Hire, we specialise in high-quality stringing and cable 
hauling equipment, offering a premium fleet of Omac gear from Italy 
for unmatched performance and reliability. Unlike others, equipment 
hire is our core business, not an add-on.

As specialists in machines and equipment for overhead and 
underground powerline construction and maintenance, we provide 
reliable solutions—from 250kg to 50-tonne winches to a full range of 
equipment—ensuring safety, efficiency and expert support.

We provide SWMS, product training, and ongoing support, ensuring 
your project runs safely and smoothly. Legend Hire delivers more 
than equipment—we provide complete, expert-driven solutions.
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Swift.

WHAT 
MAKES US 
DIFFERENT

What it means for you :

We’re a family-run business that moves quickly 
because we care. No layers, no departments, no 
getting passed around. One call gets you real 
help from someone who knows their stuff. We 
cut the red tape and get you sorted—fast.

One call. No hold times. 
No call-backs. Just action.

NO RED TAPE, JUST REAL HELP. FAST.
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Smart. Specialist.

What it means for you :

We invest in the best—both in tech and people. 
Our systems provide ease of quoting & booking, 
it will give you real-time updates, delivery 
tracking, and full transparency on your hire.

But the real smarts? That’s our team. Experienced 
pros who know the gear and the industry, helping 
you get the right solution the first time.

Plus, we supply brand-new, top-tier equipment, 
refreshed regularly—so you get reliable gear that 
works straight away, every time.   

What it means for you :

We’re not a ‘bit of everything’ general hire shop. 
We specialise in select categories—focused on 
the tools and equipment that matter most to your 
work. We know this gear inside-out and make 
sure you get the right kit for the job.

Our team of subject matter experts is here to 
offer advice, troubleshoot issues, and make sure 
your job keeps moving.    

Easy tracking. No surprise charges.  
And gear that performs.

Specialists, not generalists.  
Because knowing your tools matters.

SMARTER PEOPLE, SMARTER 
SYSTEMS, BETTER GEAR. EXPERTS IN WHAT MATTERS MOST.
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STRINGING  /  MACHINES

Hydraulic Puller-Tensioner
100 kN (2 x 50 kN)

Hydraulic machine designed to operate both as a tensioner and as puller, 
fit to string one or two ropes or conductors. Two hydraulic circuits allow 
to tension at constant force even varying the speed of stringing. The two 
circuits can be used independently or simultaneously, with automatic 
forces partition. In puller mode, 2 closed hydraulic circuits allow to vary 
the speed in both directions, allowing to use one of the hydraulic circuits 
or both of them matched.

FEATURES

	 045.2 Automatic clamp for 2 ropes/conductors

	 038 Radio remote controls

	 107 OLS – OMAC Link System, GPS geolocation & remote 
monitoring and diagnostics

	 012 Hydraulic circuit to feed a press for high pressure joints  
(max 700bar)

	 174.2 Synchronizing device for the connection of two machines 
complete with remote control by cable. 

	 072.2 System to lubricate automatically

CONFIGURATION

	 Two pairs of steel capstans lined with multi-grooved nylon sectors

	 Machine control panel equipped with built-in electronic instrument 
DEG 4.0 featuring a 7’’ large graphic colour display and a USB port 

	 Maintenance-free load cell reading system 

	 Electronic instrument by-pass 

	 Self-recovery device for sagging operations 

	 In puller mode, device for pull-force setting, which allows to maintain 
the pre-set force even at speed “0” 

	 Freewheeling disconnection (neutral) of capstans 

	 Two safety negative hydraulic brakes

	 Back fix conductor-driver with nylon rollers for 2 cond 

	 Chassis with rigid axle, manual brake and detachable drawbar for 
towing at low speed in job-site 

	 Hydraulic front plough and back stabilisers 

	 Attachments for anchoring and for lifting 

	 Oil cooling system 

	 Devices for coupling the two pairs of capstans 

	 Two auxiliary hydraulic circuits for additional equipment  
(1 or 2 reel-winders or reel-stands) 

	 Grounding connection point

Model No. F120.AF.100.22

Weight (kg) 6200

Length (cm) 450

Width (cm) 225

Height (cm) 80

Features Capstans (mm) 4 x 1500

Features Max Conductor Diameter (mm) 2 x 42

Features Max Rope Dimeter (mm) 18

Engine Feeding Diesel

Engine Power (HP-kW) 135 / 105

Engine Cooling Water

Engine Electic Plant (V) 12

Pull Performance Max Pull (kN) 1 x 100 or 2 x 50

Pull Performance Speed At Max Pull (km/h) 2.4

Pull Performance Max Speed (km/h) 5

Pull Performance Pull At Max Speed (kN) 50

Tension Performance Max Tension Force (kN) 1 x 100 or 2 x 45

Tension Performance Max Speed (km/h) 5
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STRINGING  /  MACHINES

Reel-Winder Trolley

Reel-winder trolley fit for reel transport and wire recovering/releasing, 
designed to be used with pullers, puller-tensioners or hydraulic power 
units, from which it receives the transmission needed to move the reel. It 
can even be fitted with own motorization.

FEATURES

	 Bi-directional hydraulic motor, controlled directly by the machine 
panel through flexible hoses, fit for moving the reel by means of a 
reduction unit. 

	 Neutral device to unwind the rope easily. 

	 Reel lifting arm hydraulic operated by manual pump. 

	 Automatic rope-winder complete with rope-driver rollers, fit for 
winding three different diameters of rope on the reel.  The rope-
winder may also be operated manually. 

	 Frame with three tires, one of them steering with drawbar, fit for 
towing in the job-site.

	 Mechanical stabilisers and anchoring and lifting points. 

	 Devices for locking the reel rotation mechanically.

Model No. F106.190.1

Weight (kg) 1200

Length (cm) 250

Width (cm) 180

Height (cm) 140

Features Max Rope Diameter (mm) 24

Reel Max OD (mm) 1900

Capacity (Kg) 3000

Max Pull (daN) 350
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STRINGING  /  PULLEY BLOCK

Pulleys Blocks 

SINGLE - F144.65.95
Single sheave running out block fit for stringing one conductor. Aluminium 
sheave mounted on sealed ball bearings. Groove lined with nylon sectors. 
Openable galvanised steel frame with non-fleeting device. Standard 
swivelling fork attachment.

TRIPLE - F145.65.95
Three-sheave running out block fit for stringing two- three-bundled 
conductors.  Aluminium sheaves mounted on sealed ball bearings. 
Grooves lined with nylon sectors. Galvanised steel frame with non-
fleeting devices on lateral sheaves.  Demountable attachment revolving 
by 90° (available with tight wheel).

Model No. F144.65.95 F145.65.95

Weight (kg) 35 125

WLL(kN) 40 70

Dimensions A (mm) 40 25

Dimensions A1 (mm) 33 -

Dimensions A2 (mm) 27 -

Dimensions B (mm) 20 30

Dimensions C (mm) 150 95

Dimensions D (mm) 650 650

Dimensions E (mm) 95 1400

Dimensions F (mm) 210 550

Dimensions G (mm) 770 770

Dimensions H (mm) - 280

Dimensions I (mm) - 590

Dimensions L (mm) - 175

Pull Performance Pull At Max Speed (kN) 50

Tension Performance Max Tension Force (kN) 1 x 100 or 2 x 45

Tension Performance Max Speed (km/h) 5
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STRINGING  /  ACCESSORIES

Rope Fixed Joint GF

Stocking Grip - Double Head C07

Joint made of high tensile galvanised steel, fit to connect pilot rope 
lengths and pulling rope. Designed to pass on the capstan grooves of 
pullers or puller/tensioners.

Double-head stocking-grip for temporary junction of overhead conductors

Stocking Grip - Single

Head stocking-grips for pulling overhead conductors.

Model No. GF-13.00 GF.18.00 GF.24.00

Weight (kg) 0.3 0.9 1.3

Max Rope Diameter (mm) 13 / 14 18 / 20 22 / 24

WLL(kN) 37 73 120

Model No. C07.S.1 C07.S.2

Weight (kg) 1.15 2.3

Length (cm) 268 324

WLL(kN) 12 28

Conductor Diameter-Min (mm) 8 17

Conductor Diameter-Max (mm) 17 29

Id Colour Yellow Red

Model No. C06.S.1 C06.S.2

Weight (kg) 0.7 1.3

Length (cm) 140 170

WLL(kN) 12 28

Conductor Diameter-Min (mm) 8 17

Conductor Diameter-Max (mm) 17 29

Id Colour Yellow Red
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STRINGING  /  ACCESSORIES

Self Gripping Clamp

Self Gripping Clamps suitable for a range of conductor and wire, as well 
as custom made liners.

Swivel Joints F250

Swivel joint for ropes and conductors. Designed to release the torsion 
efforts during the pulling operations. Made of galvanised steel, complete 
with an axial bearing for an easy rotation.

Model No. 3105.1 3112.1 C32.10

Weight (kg) 1.5 7 4.7

Suitable For Alu, ACSR, Copper, 
Steel Conductor, 
Ground Wire, Steel 
Rope

Ground wires 
with optical fiber 
(OPGW) Advise 
conductor diame-
ter for liners

AAAC, ACSR, ACSS 
conductor and 
copper cable.

Conductor Diameter-Min (mm) 8 6 28

Conductor Diameter-Max (mm) 38 23 46

Conductor Alu, ACSR, ACCC, 
Copper

OPGW ACSR, ACCC, 
ACSS, Copper

Jaw Length (mm) 272 - 220

Min Breaking Load (kN) 225 180 -

Max Safety Load (kN) 75 49 60

Model No. F25.R.24.1 F250.R.13.1 F250.R.18.1

Weight (kg) 3.3 1 2.6

Max Rope Diameter (mm) 26 16 22

WLL(kN) 130 40 80

Conductor Diameter-Max (mm) 38 23 46
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STRINGING  /  ANTI-TWISTING STEEL ROPE

Antitwisting Steel Braided Wire Rope

Anti-twisting galvanised steel rope specifically designed for stringing 
operations.  Made up of 12 braided strands. High resistant to break, anti-
twisting, flexible, safe and easy to handle. The linear contact between the 
braided strands grants a low stress on the rope.  Supplied wound up on 
steel or wooden reels.

Model No. 21.12.16

Weight (kg) 866

Description Anti-twisting galvanised steel rope, 16mm 
x 1000m

Nominal Diameter (mm) 16

Breaking Load (kN) 163

Length On Reel (m) 1000

WLL(kN) 37
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STRINGING  /  COMPRESSION HEAD

Hydraulic Power Pack

Hydraulic Press Head

Hydraulic power pack for supplying hydraulic power to presses. Air 
cooled gasoline HONDA engine – Power : 3.5 kW.

Steel hydraulic press complete with pressure control valve . Fed by a 
separate power pack or hand pump. 

FEATURES

	 Control valve for presses mounted on power unit instead of press. 

	 Base and protection frame 

	 Metallic box with handles for transport 

	 2-stage pump for a faster return of the press cylinder 

	 Quick couplings for connecting the flexible hoses 

	 Exhaust valve

FEATURES

	 Short pressing cycle. 

	 Maximum flexibility: each press can be used with power unit or 
hand pump. 

	 Adjustable pressure-control valve for die closing/opening, with 
manometer. 

	 Quick couplings for flexible hoses connection. 

	 Die-holder for semicircular dies. 

	 Base with handles. 

	 Press body can be rotate by 360°. 

	 Metallic box with handles for transport.

Model No. CIS.01

Weight (kg) 51

Length (cm) 53

Width (cm) 34

Height (cm) 37

Max:Pressure Bar 700

Flow L-Min 4.7 / 1.8

Tank Capacity L 10

Power (kW) 3.5

Model No. F39.120.1

Weight (kg) 51

Length (cm) 60

Width (cm) 26

Height (cm) 45

Max Compression (kN)-Ton 1200 / 120

Max:Pressure Bar 700

Max Hexagon (mm) 65

Max Stroke (mm) 40
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STRINGING  /  DRUM HANDLING

Reel Craddle

Reel Stands - 7T

Reel-cradle fit for lifting and unwinding steel rope reel. Fully galvanised. 
Completely demountable for an easy transport. Complete with reel shaft 
and disc brake system.

Stands fit for steel or wooden reels, used for lifting a reel and braking it 
while stringing the conductor/cable. The reel stands, as an option, can be 
hydraulically driven by a hydraulic power unit. Reel-stands are supplied in 
pairs. Pair of reel-stands – Load capacity 7 Tons. Fit for lifting and braking 
wooden or steel reels while stringing the conductor. 

Complete with:  N°1 manual disk brake, Hydraulic reel lifting, Shaft Ø 55 
mm, Pair of conical bushes fit for wooden drums, Frames in galvanized 
steel, Hydraulic Drive, & hoses, Automatic rope-winder 419.2.

Included: 408 Hydraulic drive to control the reel rotation either in recovery 
or or releasing the conductor/cable (feed by hydraulic power unit)

FEATURES

	 No. 1 self-braking disk brake 

	 Each stand can be raised or lowered independently by a hydraulic 
hand pump 

	 Mechanical safe-stops mounted on the jack arm 

	 Side supports with ball joints 

	 Spindle complete with accessories 

	 Conical bushes for wooden reels (diameter on demand) 

	 Welded and painted steel framework with attachments for 
anchoring 

	 Metallic tool box for the accessories 

	 Devices fit for steel reel and bushes to centre the reel hole 
(diameter on demand)

Model No. F157.14.S

Weight (kg) 82

Length (cm) 250

Width (cm) 110

Height (cm) 0.95

Reel Diameter Min-Max (cm) 110 - 140

Max Load (daN) 2000

Braking Torque Standard Brakes (daN) (m) 150

Power (kW) 3.5

Model No. F155.070

Weight (kg) 465

Length (cm) 210

Width (cm) 0.05

Max Speed (km/h) 5

Reel Diameter Min-Max (cm) 100 / 280

Reel Max Width (cm) 150

Max Load (daN) 7000

Braking Torque Standard Brakes (daN) (m) 150

Max Braking Torque W 408 Drive (daN)-M 225

Max Recovery Torque (daN) (m) 200
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Winches
Electric, Petrol, Hydraulic, Portable
Page  20 -23

Cable Trailers
Self-loading, for Transport and Payout
Page  24 - 25

Cable Handling
Rollers, Rope, Rodders, Socks, Swivels, 
Drum Jacks, Sheave Blocks
Page  32 -45

Hydraulic Tooling
Cable Cutters, Crimpers, Hole Punching
Page  26 -31

Accessories
Conduit Blowing, Cleaning and Proving
Page  46 - 48
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WINCHING  /  WINCHES

7.0T  

Skid Mounted Capstan Winch

This compact and transportable capstan cable winch is engineered for 
mine-compliant operations, offering a small footprint that fits most utility 
vehicles. Built for durability and ease of use, it features a double-bunded 
galvanized pallet base, powder-coated cabinet, and six lifting/tie-down 
anchor points.

Designed for efficiency, safety, and compliance, this mine-rated winch 
is built to handle heavy-duty hauling while ensuring ease of transport, 
operation, and maintenance.

FEATURES

	 Robust Construction:Galvanized base, anchor foot plates, and 
protective mesh guard

	 Transport & Handling:Forklift access from two sides, low center of 
gravity for stability

Efficient Operation:

	 34HP Water-Cooled Kohler Diesel Engine with thermo fan for cooling

	 Rope guide & snub rollers for vertical hauling

	 Ergonomic control panel & rope tension adjustment for user 
convenience

	 Remote foot control (4m cable)for safer operation

Fluid & Power System:

	 45L oil reservoir with return line filter, sight glass & filler port

	 32L fuel tank

	 Dual-pole lockable battery isolator

	 Anderson plug inside cabinet

Safety & Compliance:

	 Lockable access doors for secure servicing

	 Reflective high-visibility tape & LED rotary warning light

	 Factory calibration, compliance plate, and operator manual(includes 
risk & hazard analysis)

	 Standard Operating Procedure signage & nip caution labels

Dash-Mounted Controls & Monitoring:

	 90mm pressure gauge with integrated Data Logger

	 Master key switch for full system isolation

	 Push/Twist Emergency Stop button

Model No. CWA-7.0T

Weight (kg) 1100

Length (cm) 124

Width (cm) 177

Height (cm) 146

Description 70kN X 15M/Min Min Spec Capstan Winch

Power Supply 34HP Kohler Diesel Engine

Force (kN) 70kN

Power (kW) 3.5
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WINCHING  /  WINCHES

12293 

Cable Pusher

814 

Electric Cable Puller

The Greenlee Ultra Cable Feeder is designed to assist in guiding cable 
from reels into conduits or cable trays. It is not intended for pulling cable 
or rope through conduits.

This electric cable puller features a two-speed gear motor, allowing for up 
to 20% faster pulling times. With a simple double-tap motion on the foot 
pedal, it seamlessly shifts between high-speed, low-load pulling and 
low-speed, high-load pulling. Powered by a 1.1 KW motor operating at 
230V/50Hz, it delivers reliable performance. The unit is equipped with a 
built-in force gauge, an overload indicator, and an automatic shut-off for 
added safety and precision.

FEATURES

	 Variable speed control to synchronize with the cable puller

	 Supports cable diameters up to 90mm

	 Upgraded tires for better traction, even with low-friction cables

	 Simple setup and one-person operation

	 Dual motor system ensures traction on both sides of the cable

	 Equipped with a pendant and toggle switch, with an optional foot 
switch available for added control

	 Offers two loading options: top-loading and end-loading

	 Patented design for enhanced efficiency

Model No. 12993

Weight (kg) 130

Length (cm) 104

Width (cm) 69.9

Height (cm) 95.3

Reel Weight Capacity (Kg) 11300

Power Supply (V) 230

Power (kW) 3.5

Power (kW) 3.5

Model No. 814

Weight (kg) 42

Length (cm) 66

Width (cm) 29.2

Height (cm) 25.4

Power Supply (V) 230

Pull Force Max (kN) 44.5

Pull Force Cont (kN) 28.9
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WINCHING  /  WINCHES

2500LD 

Electric Cable Puller

UP50 

Hydraulic Puller Omac 5T

The UP50 is a 50 kN hydraulic puller designed for underground 
transmission cable and fiber optic wire installation. Engineered for 
precision and reliability, this unit ensures efficient pulling operations 
with a maintenance-free load cell system, electronic controls, and 
advanced safety features. The built-in reel-winder with automatic 
rope-winder enhances usability, making it a versatile and efficient 
solution for demanding cable installations.

FEATURES

	 50 kN pulling force for efficient cable laying

	 Multi-grooved steel capstans for enhanced traction

	 Built-in electronic instrument (DEG 4.0) with 7″ graphic color display 
& USB port

	 Fully openable composite cover for easy maintenance

	 Electronic instrument bypass for added reliability

	 Negative hydraulic brake for safety

	 Integrated oil cooling system to maintain optimal performance

	 Rope guiding pulley for smooth operation

	 Built-in reel-winder with automatic rope-winding system

	 Radio remote control with display and 5m backup cable

	 Printer with accessories for data recording

	 OLS – OMAC Link System for GPS geolocation, remote monitoring, 
and diagnostics

Model No. OMAC-UP50

Weight (kg) 1900

Description 50kN Hydraulic Puller,

Diameter 12

Rope Length (m) 1000

Dimensions (mm) 3880 x 1820 x 1640

Power Supply (V) 26

Pull Force Max (kN) 50

Pulling Speed Low M/Min 80

Pulling Speed High M/Min 13

Model No. CW-2500LD

Weight (kg) 59

Dimensions (mm) 450 x 640 x 300

Power Supply (V) 240

Pull Force Max (kN) 14.7kN High / 24.5kN Low

Pulling Speed Low M/Min 3.7-2.0

Pulling Speed High M/Min 6.4-3.5
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WINCHING  /  WINCHES

PCH2000  

Petrol Winch Pulling & Lifting

The PCH-2000, powered by a Honda GX160cc engine, offers reliable 
performance for tasks like tower erection, antenna installation, insulator 
replacement, and cable pulling. With a 450 kg load capacity, it can lift up 
to 900 kg using a block and tackle system and pull up to 2000 kg. The 
integrated rope-grabbing system ensures safety by securing the load, 
while the start/stop mechanism enables precise control. The centrifugal 
clutch engages during pulling and stops drum rotation when released to 
prevent rope damage. Ideal for both lifting and lowering tasks, the PCH-
2000 provides versatility and control.

Model No. PCH2000

Weight (kg) 34.5

Length (cm) 45.8

Width (cm) 56

Height (cm) 35.6

Pulling Speed High M/Min 20

Max Pull Force (Kg) 1150

Power Supply Petrol Engine

Rated Lifting Capacity (Kg) 450

PCW5000 

Petrol Cable Puller

This portable capstan winch offers up to 2000 kg of pulling power, 
perfect for moving cables, transformers, and vehicles. Powered by a 2.5 
HP Honda™ engine, it pulls 1000 kg with a single line and 2000 kg with 
a double line, operating at speeds of 7.6 to 18 m/min. Weighing 15 kg, it’s 
easy to transport and can be secured with a 1.83m sling or vehicle hitch 
plate. Compatible with any low-stretch rope, it generates friction to pull 
the load. Available with 30.5m, 91.5m, and 183m ropes. Unlike electric ATV 
winches, it offers better portability, continuous operation, and no issues 
with rope length.

Model No. PCW5000

Weight (kg) 16

Length (cm) 36.2

Width (cm) 37.1

Height (cm) 36.1

Pulling Speed High M/Min 12

Max Pull Force (Kg) 1000

Power Supply Petrol Engine
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WINCHING  /  CABLE TRAILERS

CWA-2.5T-SLT

SELF-LOADING CABLE DRUM TRAILER

The self-loading cable drum trailer is a durable, one-person-operated unit for lifting, 
transporting, and paying out cable drums. It features a hot-dip galvanized chassis, 4-tonne 
tandem axles with electric brakes, and a hydraulic drum drive with 200kg line pull for controlled 
payout. The trailer includes hydraulic stabiliser pads and wind-down legs for safety on 
uneven terrain, powered by a diesel engine with electric start for reliable performance. It 
accommodates drums up to 2600mm in diameter and 1200mm in width.

Designed for efficiency, it includes a 7HP Kohler petrol hydraulic power pack, heavy-duty rims, 
and a spare wheel. The trailer has secure towing features like a ring pull hitch, safety chains, and 
LED tail lights. With a load capacity of 2500kg and a gross ATM of 3500kg, it’s ideal for cable 
handling in power, optical fiber, and irrigation applications.

FEATURES

	 Overall Length: 4300mm

	 Overall Width: 2500mm

	 Height (Unladen):  2400mm

	 Maximum Load:  2500kg*

	 Tare Weight:  1100kg

	 ATM (Fully Laden):  3500kg

	 Max Drum Diameter: 2600mm

	 Max Drum Width:  1200mm

	 Spindle Shaft Diameter:  77mm

	 Hydraulic Drum Drive:  Max 200kg line pull

	 Engine:  Diesel with electric start

* Total mass cannot exceed 3500kg ATM.

Model No. CWA-2.5T-SLT

Dimensions (mm) 4300 x 2500 x 2400

Drum Diameter Max (mm) 2600

Drum Axle Dimensions (mm) 77

Drum Width (mm) 1200

Tare Weight (Kg) 1100

Atm Fully Laden (Kg) 3500



25Swift. Smart. Specialist

ST
R

IN
G

IN
G

 &
 W

IN
C

H
IN

G
 H

IR
E

WINCHING  /  CABLE TRAILERS

RG-6T-SLT

SELF-LOADING CABLE DRUM TRAILER

The self-loading cable drum trailer is a one-person-operated system designed for efficient 
lifting, transport, and payout of cable drums. Its hydraulic lifting arms, independently 
controlled, allow easy loading of misaligned drums, while a hydraulic rotator enables smooth 
cable payout or reeling. The lightweight, robust design features hydraulic jacklegs, high-tensile 
hollow spindle, and weather-resistant bearings for smooth drum rotation. Powered by a self-
contained diesel powerpack, it operates independently of external sources.

Built to meet Australian Standards, the trailer is suitable for various cable handling applications 
and can be registered in Australia and New Zealand. It improves productivity by allowing a single 
operator to manage cable drums, with optional accessories for added versatility. A solid spindle 
option is available for heavier loads requiring multiple operators.

A solid 90 mm spindle is available for higher load requirements but is heavier and requires two to 
three people for handling, adding to cost and effort. For this reason, most authorities prefer the 
lightweight hollow spindle for improved efficiency and ease of use.

Model No. RG-6T-SLT

Weight (kg) 3280

Dimensions (mm) 4800 x 2500 x 2050

Drum Diameter Max (mm) 2400

Drum Width (mm) 1500

Atm Fully Laden (Kg) 6000

FEATURES

	 Max Load Mass:  6 Tonne

	 Max Drum Diameter:  2800 mm

	 Max Drum Width:  1450 mm

	 Standard Spindle Diameter:  95 mm 
(lightweight hollow spindle)

	 Overall Length:  6115 mm

	 Overall Width:  2500 mm

	 Height (Loaded):  3400 mm

	 Height (Unladen):  2980 mm

	 Mass (Unladen):  3200 kg

	 Standard Brake Type:  “S” Cam to ADR 38

	 Engine:  15 kW water-cooled diesel

	 Transmission:  Hydraulic
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EP-100W/SMVT-43   

100T Hydraulic Remote Crimper Head

The Izumi EP-100W/SMVT-43 is a high-performance 100-tonne 
compression head engineered for full-tension transmission and 
substation connections. This unit requires an external 700-bar 
double-acting hydraulic pump, which allows for precise force 
application and faster ram retraction by reversing hydraulic pressure 
after achieving the correct tonnage.

FEATURES

	 Double-Acting Hydraulic Operation – Advances the ram to build the 
required tonnage, then reverses pressure for faster retraction

	 SMVT-43 Directional Valve – Allows crimping directly at the 
compression head for greater control

	 Removable Die Cap – Enables easy insertion and removal of 
connectors

	 Exclusive Die System – Uses dies specific to this model, not 
interchangeable with other manufacturers

	 Integrated Alloy Base Plate – Enhances stability during operation

	 Pressure Gauge & Hydraulic Couplings – Provides precise monitoring 
and efficient connectivity

	 Portable Design – Includes carry handles for easy transportation

Power Options:

The EP-100W/SMVT-43 is compatible with both single-acting and 
double-acting hydraulic pumps, which can be powered by petrol, 
battery, or electric-operated units, offering flexibility for various jobsite 
conditions.

Designed for durability and efficiency, this heavy-duty crimp head is ideal 
for high-voltage applications where precision and reliability are critical.

Model No. EP-100/SMVT-43

Weight (kg) 39.5

Description 100T Remote Hydraulic Crimper 
Head w Valve

Dimensions (mm) 550 x 200 x 390

Force (kN) 980

Jaw Opening (mm) 22

WINCHING  /  HYDRAULIC TOOLING  / CABLE CRIMPERS

EP-250H 

25T Hydraulic Remote Crimper Head

Designed for heavy-duty crimping, the EP-250H features a unique 
twist-lock die retention pin that securely holds the top die in place, 
preventing misalignment and loss.

Capable of crimping cable lugs up to 630mm² for copper and 
500mm² for aluminum, this powerful tool offers durability, precision, 
and reliability for demanding electrical and industrial applications.

FEATURES

	 Spring-loaded die lock pin ensures proper engagement, eliminating 
misalignment issues

	 Compatible with an adapter die (Model No. 25T-12T) for standard 
12-tonne shell-type dies

	 Suitable for use with a full range of hand, foot, air, hydraulic, electric, 
and battery-powered pumps

	 Alternative hydraulic coupling options available upon request

Model No. EP-250H

Weight (kg) 6.8

Length (cm) 33

Description 25T Remote Hydraulic Crimper Head

Force (kN) 225 @700Bar

Jaw Opening (mm) 28

Capacity (mm²) Alu 500

Capacity (mm²) Cu 630
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WINCHING  /  HYDRAULIC TOOLING  / CABLE CRIMPERS

EP-510C

12T Hydraulic Hand Crimper
The EP-510C is a hand-operated compression tool designed with a 
two-stage rapid advance pump for efficient crimping.

Its open-jaw design allows for easy installation of mid-span sleeve 
connections on larger cables, enabling quick removal after crimping. 
Built for reliability and precision, this tool is ideal for heavy-duty cable 
applications.

Model No. EP-510C

Weight (kg) 8

Description 12T Manual Hydraulic Crimper

Dimensions (mm) 644 x 150

Force (kN) 118

Head Type C

Jaw Opening (mm) 42

Capacity (mm²) Alu 300

Capacity (mm²) Cu 400

FEATURES

	 Advanced electronic circuit board with brushless 18V motor and 
overload protection

	 Ergonomically designed for effortless one-handed operation

	 180-degree swivel head for greater flexibility

	 Pull-pin head mechanism for quick and easy die changes

	 Integrated LED light for enhanced visibility in low-light conditions

	 Switch lever for selecting auto-retract or manual operation

	 Manufactured in Japan under ISO 9001 quality standards

	 Compatible with Makita 18V batteries

	 Built for precision and ease of use, this crimper is a reliable solution 
for demanding electrical and industrial applications.

S7G-C510M  

12T Battery-Powered Hydraulic Crimper

The S7G series 12-ton battery-operated hydraulic crimper is designed to 
accommodate industry-standard 12-ton dies, making it ideal for crimping 
compression lugs, links, full-tension and non-tension sleeves across 
various conductor types. It is compatible with copper (CU), aluminum 
(AL), ACSR, ABC, and multiple other cables and conductors.

Model No. S7G-C510M

Weight (kg) 7.8

Description 12T Battery Hydraulic Crimper

Dimensions (mm) 436 x 286 x 92

Style Pistol

Force (kN) 120

Head Type C

Jaw Opening (mm) 42

Capacity (mm²) Alu 300

Capacity (mm²) Cu 400
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WINCHING  /   HYDRAULIC TOOLING  / CABLE CRIMPERS

EP-60S2 

60T Hydraulic Remote Crimper Head

The EP-60S2 is a high-capacity compression head designed for 
portability, making it ideal for installing compression sleeves and 
terminals in transmission line construction and maintenance.

FEATURES

	 Engineered for heavy-duty transmission applications

	 Portable design for ease of use in the field

	 Delivers 60 tonnes of crimping force for secure and reliable 
connections

	 Built for efficiency and durability, this tool is well-suited for 
demanding tasks in power transmission projects.

Model No. EP-60S

Weight (kg) 21.4

Description 60T Remote Hydraulic Crimper Head

Force (kN) 540 @ 700Bar

Jaw Opening (mm) 38

Capacity (mm²) Alu 1000

Capacity (mm²) Cu 1000

S7L-510M  /  S7L-610M  

Battery-Powered Hydraulic Crimper

The S7L Series battery hydraulic crimper is designed for improved 
efficiency, delivering faster advance and retraction speeds compared 
to previous models. Featuring an innovative Auto-Retract function, users 
can switch between manual and automatic retraction with a simple ON/
OFF selection.

This durable and portable crimper is built to provide precision, ease of 
use, and reliability for demanding electrical and industrial applications.

FEATURES

	 Enhanced electronic circuit board for optimized performance

	 High-efficiency brushless 18V motor with overload protection

	 270° rotating head for maximum flexibility

	 Manual retract button operates independently of battery power

	 Integrated LED light for better visibility in dim environments

	 Ergonomically designed for comfortable handling in both ground-
based and handheld operations

	 Enlarged handle opening and rocker-style switch for easy operation, 
even while wearing gloves

	 Built-in foot base with finger grooves for improved stability during 
use

	 Manufactured in Japan under ISO 9001 standards

	 Compatible with Makita 18V batteries

Model No. S7L-510M S7L-610M

Weight (kg) 8 10.6

Description 12T Battery Hydraulic 
Crimper

15T Battery Hydraulic 
Crimper

Dimensions (mm) 508 x 263 x 92 574 x 263 x 108

Style Lunch Box Lunch Box

Force (kN) 120 134

Head Type C C

Jaw Opening (mm) 42 50

Capacity (mm²) Alu 300 400/500

Capacity (mm²) Cu 400 630
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WINCHING  /  HYDRAULIC TOOLING  / CABLE CUTTER

S7L-K105YM

Battery Hydraulic Cutter

The S7L Series battery-operated hydraulic cutter is built for versatility, 
capable of handling various materials and cable sizes. Its scissor-style 
head efficiently cuts through polyethylene power cables, multi-core vinyl 
insulation, and copper (CU) and aluminum (AL) conductors up to 105mm 
in diameter. The guillotine-style head is designed for CU, AL, ACSR, guy 
wire, rebar, and wire rope up to 40mm in diameter.

Designed for precision and ease of operation, this heavy-duty hydraulic 
cutter is an essential tool for professionals handling power cables and 
industrial materials.

FEATURES

	 Advanced Electronic Circuit Board for improved efficiency

	 Brushless 18V Motor with overload protection for durability

	 Integrated LED Light for better visibility in low-light conditions

	 Manual Retract Button functions independently of battery power

	 Ergonomic Design for ease of use and operator comfort

	 Manufactured in Japan under ISO 9001 quality standards

	 Compatible with Makita 18V Batteries for convenience

Model No. S7L-K105YM

Weight (kg) 10.45

Dimensions (mm) 670 x 267 x 120

Style Lunch Box - Guillotine

Cuts Al/Cu Only

Polyethylene Power Cable 72

Multi Core Vinyl Insulation 77

Soft Cu 105

Hard Cu 90

Al 105

SLV-S24M

Battery Hydraulic Cutter

This portable, lightweight battery hydraulic cutter effortlessly cuts 
overhead conductors, underground cables, wires, and ropes. Its inline 
design improves maneuverability, and the easy-to-activate switch allows 
one-handed use. The 7 Series models feature advanced electronics, an 
enhanced gear system, and a brushless motor with overload protection 
for superior performance.

FEATURES

	 Advanced Electronic Circuit Board for optimized efficiency

	 Brushless 18V Motor with built-in overload protection for durability

	 Ergonomic One-Hand Operation for ease of use

	 180° Rotating Head for greater flexibility in tight spaces

	 Pull-Pin Head Design for quick and simple blade changes

	 LED Light for better visibility in low-light conditions

	 Switch Lever to toggle between Auto-Retract and Manual modes

	 Compatible with Makita 18V Batteries for convenience

	 Manufactured under ISO 9001 Quality Standards

Model No. SLV-S24M

Weight (kg) 4.1

Description Inline Guillotine 8T Battery Cutter

Dimensions (mm) 108 x 362 x 76

Style Gullotine

Jaw Opening (mm) 24

Capacity (mm²) Alu 24

Capacity (mm²) Cu 24

Cuts Al/Cu/ACSR

ACSR 24
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S7-K54ACSRM

Battery Hydraulic Cutter

S7-K50M  /  S&65M 

Battery Hydraulic Cutter

The Izumi S7 Series ratchet-style battery cutter efficiently cuts overhead 
and underground power cables in tight spaces. Its scissor-style head 
and rocker trigger allow one-handed use, while a dead-man safety 
button ensures safety. With an upgraded circuit, high-efficiency gear 
system, and brushless motor with overload protection, it offers durability, 
precision, and reliability for professionals.

The Izumi S7 Series ratchet-style battery cutter is designed for efficient 
cutting of overhead and underground power cables. Its scissor-style 
head provides easy access in tight spaces, and the rocker trigger enables 
one-handed use. Featuring a dead-man safety button, enhanced 
electronics, a powerful gear system, and a brushless motor with overload 
protection, it ensures durability and precision.

Model No. S7-K54ACSRM

Weight (kg) 5.3

Description 50mm Battery Hydraulic Cutter - ACSR

Dimensions (mm) 110 x 447 x 130

Style Ratchet

Jaw Opening (mm) 54

Cuts ACRS

Polyethylene Power Cable 47

Multi Core Vinyl Insulation 47

Soft Cu 37

Hard Cu 31.5

Al 54

ACRS 31.5

Model No. S7-K50M S7-K65M

Weight (kg) 2.75 3.75

Description
50mm Battery 
Hydraulic Cutter - 
Al/Cu

60mm Battery 
Hydraulic Cutter - 
Al/Cu

Dimensions (mm) 105 x 375 x 115 110 x 365 x 130

Style Ratchet Ratchet

Jaw Opening (mm) 50 65

Cuts Al/Cu Al/Cu

Polyethylene Power Cable 46 66 

Multi Core Vinyl Insulation 47 65

Soft Cu 35 35

Hard Cu 21 65

Al 50 65

FEATURES

	 Advanced Electronic Circuit Board for enhanced performance

	 Brushless 18V Motor with overload protection for longer tool life

	 Auto Reverse Function for continuous cutting without manual resetting

	 Adjustable Auto Reverse Dial to customize retraction distance based 
on cable diameter

	 Built-in LED Light for improved visibility in low-light environments

	 Compatible with Makita 18V Batteries for convenience and versatility

	 Manufactured under ISO 9001 Quality Standards

 

FEATURES

	 Advanced Electronic Circuit Board for enhanced performance

	 Brushless 18V Motor with overload protection for longer tool life

	 Auto Reverse Function for continuous cutting without manual 
resetting

	 Adjustable Auto Reverse Dialto customize retraction distance based 
on cable diameter

	 Built-in LED Light for improved visibility in low-light environments

	 Compatible with Makita 18V Batteries for convenience and versatility

	 Manufactured under ISO 9001 Quality Standards

 

WINCHING  /  HYDRAULIC TOOLING  / CABLE CUTTER
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S7G-S45M

Battery Hydraulic Cutter

The Izumi S7 Series pistol-grip battery hydraulic cutter is designed for 
cutting power cables and conductors, with applications across industries. 
Its ergonomic design enables one-handed operation and precise 
alignment, while a built-in safety trigger prevents accidental activation.

FEATURES

	 Advanced Electronic Circuit Board for enhanced performance

	 Brushless 18V Motor with overload protection for increased durability

	 270° Rotating Head for better accessibility in tight spaces

	 Manual Retract Button operates independently of battery power

	 Ergonomic Pistol-Grip Design for comfortable handling

	 Manufactured in Japan under ISO 9001 quality standards

	 Compatible with Makita 18V Batteries for convenience and versatility

WINCHING  /  HYDRAULIC TOOLING  / CABLE CUTTER

Model No. S7G-S45M

Weight (kg) 6.9

Description Guillotine Battery Hydraulic Cutter Al/CU/ACSR

Dimensions (mm) 444 x 318 x 92

Style Guillotine

Force (kN) 70

Jaw Opening (mm) 45

Cuts Al/Cu/ACSR/Wire Rope/Steel Rod/Bolt/Guy Wire

Al 45

ACRS 32

Cu 45

Guy Wire 16

Wire Rope 22

Steel ROD-Bolt 16

Hydraulic Remote Cutter Head

Model No. CR-100

Weight (kg) 13

Description 100mm Remote Head Cable Cutter

Style Gullotine

Bare Copper 41.6

Steel Wire Armoured 100

Ug Cable 100

Capacity (mm²) Cu 24

Cuts Al/Cu/ACSR

ACSR 24
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WINCHING  /  CABLE HANDLING  / CABLE PULLING SOCKS

C SERIES STANDARD

Standard Tubular Cable Socks

TG SERIES

Triplex Cable Socks

FEATURES

	 Two Ply Galvanised Strand

	 Alloy Ferrule

	 Soft Eye

	 *WLL (Working Load Limit) 3:1 recommended as a guide only

FEATURES

	 Two ply Galvanised Strand

	 Alloy Ferrule

	 Soft Eye

	 Three Legs

	 *WLL (Working Load Limit) 3:1 recommended as a guide only

Model No.
Fit Cable Diameter  
(mm) Min

Grip Length  
(mm) Ultimate Strength (kN)

WLL 3-1  
(kN)

C1006 6 350 5 1.7

C1010 10 350 5 1.7

C1014 14 400 9 3

C1019 19 500 15 5

C1028 28 600 24 8

C1040 40 800 35 11.7

C1055 55 900 62 20.7

C1075 75 1000 98 32.7

C1095 95 1200 133 44.3

C1120 120 1400 187 62.3

C1150 150 1600 283 94.3

Model No.
Fit Cable Diameter  
(mm) Min

Grip Length 
(mm)

Ultimate Strength  
(kN)

WLL 3-1  
(kN)

TG2840-1000-TRIPLEX 28 1000 24 8

TG4055-1000-TRIPLEX 40 1000 35 11.6
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WINCHING  /  CABLE HANDLING  /  FIBREGLASS RODDERS

FRD SERIES

Fibreglass Rodder / Snakes - Traced

The rod features a 1mm tracer wire at its core, encased in a 1.5mm 
layer of UV-stabilized polyethylene sheathing for enhanced 
durability and protection. Each set includes a stand, with the 9mm 
and 11mm versions additionally equipped with wheels** for easy 
maneuverability. A drag brake is integrated to secure the rod during 
use. The outward end is fitted with a threaded male connection and 
a removable eye, while the inner end has a fixed eye. The 9mm and 
11mm models also come with a joining kit, which includes two joiners, 
a replacement eye, a threaded end, adhesive, and detailed fitting 
instructions.

Model No. Weight (kg) Description Dimensions (mm) Length (m)

FRD5-40 4.7 5mm Fibreglass Rodder 415 x 190 x 450 40

FRD5-80 5.1 5mm Fibreglass Rodder 415 x 190 x 450 80

FRD7-125 13 7mm Fibreglass Rodder 650 x 250 x 800 125

FRD7-150 16 7mm Fibreglass Rodder 650 x 250 x 800 150

FRD7-75 8.3 7mm Fibreglass Rodder 650 x 250 x 800 75

FRD9-150-WHEELED 31 9mm Fibreglass Rodder 800 x 450 x 1050 150

FRD9-200-WHEELED 37 9mm Fibreglass Rodder 800 x 450 x 1050 200

FRD11-200-WHEELED 55 11mm Fibreglass Rodder 1000 x 500 x 1250 200

FRD11-250-WHEELED 64 11mm Fibreglass Rodder 1000 x 500 x 1250 250

FRD11-300-WHEELED 73 11mm Fibreglass Rodder 1000 x 500 x 1250 300
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WINCHING  /  CABLE HANDLING  /  JACK STANDS

DSF SERIES

A Frame Cable Drum Stands

DRR SERIES

Cable Drum Ramps

FEATURES

	 Coated frame, built for rugged conditions 

	 Supplied with Axle, Cones & Collars (ground levellers on 6 & 12T) 

	 Base plates have holes drilled for M12 dynabolts 

	 Provisions for disc brake are standard, but brake and fixing arm sold separately 

	 Includes Operating Instructions, WLL labelling and compliance certificate 
(Refers to test report)

FEATURES

	 Lightweight and transportable 

	 Folds flat for storage and transport 

	 Suits a wide range of Cable Drums 450-1,700mm in diameter 

	 Used in Industrial situation on flat ground 

	 Includes a safety bar, to stop the drum rolling off

Model No. DSF-2016-6T DSF-2424-12T DSF-3624-16T

Weight (kg) 150 250 500

Length (cm) 214 254 330

Width (cm) 179 189 264

Height (cm) 133 140 210

Description  6T  12T  12T

WLL (Kg) 6000 12000 16000

Drum Diameter Max (mm) 2000 2400 3600

Usable Drum Axle Length (mm) 1700 2000 2500

Drum Axle Dimensions (mm) 66 x 2800 90 x 2800 100 x 3300

Drum Width (mm) 1600 2000 2400

Model No. DRR-1000

Weight (kg) 28

Description Cable Drum Ramp

Dimensions (mm) 1350 x 210 x 250

WLL (Kg) 1000

Drum Diameter Min (mm) 450

Drum Diameter Max (mm) 1700
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WINCHING  /  CABLE HANDLING  /  JACK STANDS

Easyroll Drum Roller

DJS SERIES

Hydraulic Jack Stand

FEATURES

	 Robust yet lightweight design- zinc plated steel and spray coated 

	 Ramp with little down-grade for easy winding and unwinding 

	 Adjustment of castors to the diameter of cable drums 

	 Castor with integrated side guidance. 

	 Easy roller is already completely mounted (no mounting required)

FEATURES

	 Durable and sturdy and ready for tough jobs (quality Japanese 
hydraulic bottle jacks) 

	 Maneuverable and transportable 

	 Rated plates marked with 8,000kg and supplied with test report 
Australian Made 

	 Supplied standard with 90mm axle (DA28-90HB) 2 cones & 2 collars 
for securing the drum, special size axles available upon request 
(refer below) 

	 Supplied with two jack extensions which gives users an additional 
250mm of lift 

	 Two frontal roller assemblies which slides in 10 x 100mm positions 
for smaller drums

Model No. EASY-ROLLER

Weight (kg) 11

Description Drum Roller

Dimensions (mm) 605 x 710 x 95

WLL (Kg) 250

Drum Diameter Min (mm) 200

Drum Diameter Max (mm) 700

Model No. DJS-58T

Weight (kg) 196

Description Hydraulic Drum Jack Stand, Includes 
Brake & fixing Arm

WLL (Kg) 8000

Drum Diameter Max (mm) 3300

Drum Width (mm) 1800

Drum Diameter Max (mm) 1700
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WINCHING  /  CABLE HANDLING  /  JACK STANDS

SLS SERIES

Scissor Lift Stands

FEATURES

	 Maneuverable and transportable

	 Designed for rugged use

	 Well suited for uneven ground as the individual lifting screws can be 
adjusted separately

	 Sealed directional bearings (insert) aid the ease of lifting and 
lowering of cable drums

	 Two stands with wheels for transportation, and placement collars to 
retain drums and a ground joining bar  for rigidity during operation

	 Stamped and registered load bearing axle

	 Winding via spin handle

	 Includes Operating Instructions, WLL labelling and Compliance 
Certificate

Model No. SLS-0.5T SLS1-2T SLS3-4T

Weight (kg) 68 130 170

Max Height (mm) 670 925 1330

Description Scissor Lift Drum Set - 500kg Scissor Lift Drum Set - 2000kg Scissor Lift Drum Set - 4000kg

WLL (Kg) 500 2000 4000

Usable Drum Axle Length (mm) 1000 1600 1600

Drum Axle Dimensions (mm) 50 x 1500 60 x 2300 90 x 2300

Drum Diameter Max (mm) 2000 2400 3600

Usable Drum Axle Length (mm) 1700 2000 2500

Drum Axle Dimensions (mm) 66 x 2800 90 x 2800 100 x 3300
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WINCHING  /  CABLE HANDLING  /  ROLLERS

Model No. TRGM-140-3A45 TRGM-140-4S90 TRGM-140-900R

Weight (kg) 9.6 15 12.5

Dimensions (mm) 590 x 230 x 220 690 x 690 x 200 820 x 230 x 245

Roller Type Aluminium Aluminium Aluminium

Angle 45 90 45

Bend Radius (mm) 500 - 900

No of Rollers 3 4 4

Cable Tray Rollers

Model No. Weight (kg) Description Roller Type Roller Size (mm) WLL (Kg)

CTR-140 3.4 Cable Tray Roller Nylon 150mm OD Max Cable, 600mm Rung Arms -

CTR-165X 7 Cable Tray Roller Plated 165mm OD Cross Section -

CTR-360 3.6 Cable Tray Roller Plated 42 x 110mm Rollers -

CTR-50 5.1 Cable Tray Rollers Bi-Directional Plated Cable Up To 60mm OD -

CTR-60C-5R 4.7 Cable Tray Roller Plated 5 Tube Rollers 80mm Cross Section 200

CTR500-150R 15 90 Angle W Vertical & Horizontal Rollers - - -

CTRA-140 4.8 Cable Tray Roller Aluminium 150mm OD Max Cable, 600mm Rung Arms -

Curved & Corner Trench Rollers

Heavy-duty trench roller guides designed for manhole applications, 
featuring secure anchoring points for stability. Each roller is equipped 
with twin internal bearings for smooth operation. All units come with a 
durable zinc-plated finish for enhanced corrosion resistance.
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IFS SERIES

In-Line Bell Mouth

FS SERIES

Lockable Bell Mouth

WINCHING  /  CABLE HANDLING  /  ROLLERS

Designed to be inserted into conduit, this bell-mouth guide facilitates 
smooth cable installation. It features a spreader bolt for a secure, 
locked-in fit within the conduit. Finished with chrome zinc plating for 
durability and corrosion resistance.

This lockable feeding sheave is designed to assist with the smooth entry 
and exit of cables through conduits. Equipped with a roller (115/140mm 
OD), it ensures efficient cable handling while providing stability and 
control during installation.

Model No. Weight (kg) Dimensions (mm) Conduit Nom OD (mm) Approx Equip OD (9mm)

IFS-050E 1.6 255 x 120 x 115 50 42

IFS-050T 1.6 255 x 130 x 115 50 48

IFS-063E 1.6 255 x 140 x 115 63 48

IFS-063T 1.7 250 x 155 x 110 63 60

IFS-080 1.8 250 x 200 x 140 80 74

IFS-100 2.8 250 x 220 x 155 100 98

IFS-125 3.2 250 x 240 x 165 125 118

IFS-150 4.4 250 x 260 x 175 150 138

IFS-200 7 290 x 270 x 220 200 190

Model No. Weight (kg) Dimensions (mm) Conduit Nom OD (mm) Approx Equip OD (9mm)

FS-050E 2.9 370 x 160 x 180 50 38

FS-050T 3.3 380 x 160 x 180 50 48

FS-063E 3.3 380 x 160 x 180 63 48

FS-063T 3.3 380 x 160 x 180 63 60

FS-080 3.5 370 x 170 x 200 80 74

FS-100 5.6 390 x 190 x 210 100 98

FS-125 6.1 390 x 200 x 220 125 118

FS-150 6.4 400 x 230 x 230 150 138

FS-200 13.9 460 x 280 x 320 200 190



39Swift. Smart. Specialist

ST
R

IN
G

IN
G

 &
 W

IN
C

H
IN

G
 H

IR
E

FS***490 SERIES
Lockable Bell Mouth W 4 Rollers 
90° Radius

CS & CLS SERIES

Lockable Conduit Slipper

WINCHING  /  CABLE HANDLING  /  ROLLERS

Designed for use inside manholes, this lockable guiding sheave features 
four rollers set at a 90° angle with a 450mm radius, making it ideal for 
directional cable changes. The sturdy support frame rests against the 
wall, providing additional reinforcement for high-tension pulls. Equipped 
with a tension bolt for secure locking, all units come with a durable zinc-
plated finish for enhanced longevity.

Cable slippers are designed to shield cables from sharp conduit edges 
during installation. Built for durability, they offer a cost-effective solution 
with significantly thicker material compared to lower-quality alternatives. 
Finished with zinc plating for enhanced protection, the CLS series also 
features a lockable design for added security.

Model No. Weight (kg) Dimensions (mm) Conduit Nom OD (mm) Approx Equip OD (mm)

FS080-4A90 12.2 900 x 620 x 260 80 74

FS100-4A90 15 900 x 620 x 260 100 98

FS125-4A90 15 900 x 620 x 260 125 118

FS150-4A90 15 900 x 620 x 260 150 138

FS200-4A90 23.8 900 x 620 x 260 200 190

Model No. Weight (kg) Dimensions (mm) Bend Radius (mm) Conduit Nom OD (mm) Approx Equip OD (mm)

CLS-050E 1.2 310 x 130 x 150 R100 50 38

CLS-050T 1.2 310 x 130 x 150 R100 50 48

CLS-063 1.2 310 x 130 x 150 R100 63 48

CLS-080 2.5 410 x 160 x 250 R150 80 74

CLS-100 4.6 550 x 190 x 340 R200 100 98

CLS-125 6.8 680 x 220 x 410 R270 125 118

CLS-150 7.2 720 x 250 x 450 R270 150 138

CS-050E 0.5 310 x 50 x 85 R100 50 42

CS-050T 0.5 310 x 50 x 85 R100 50 48

CS-063E 0.5 310 x 50 x 85 R100 63 48

CS-080 1.3 465 x 90 x 150 - 80 74

CS-100 2.5 560 x 110 x 180 R150 100 98

CS-125 4.9 720 x 140 x 230 R200 125 118

CS-150 5.3 750 x 160 x 250 R270 150 138
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FS***4R SERIES

Lockable Multi Roller Bell Mouth

Long Feeding Trench Rollers

WINCHING  /  CABLE HANDLING  /  ROLLERS

This quad roller guide is designed for multi-directional cable 
management, providing smooth guidance through various angles. 
It features a hinged top roller, allowing for easy cable removal and 
effortless extraction from the conduit. Finished with chrome zinc 
plating for durability and corrosion resistance.

This quad roller guide is designed for multi-directional cable 
management, providing smooth guidance through various angles. It 
features a hinged top roller, allowing for easy cable removal and effortless 
extraction from the conduit. Finished with chrome zinc plating for 
durability and corrosion resistance.

Model No. Weight (kg) Dimensions (mm) Conduit Nom OD 
(mm) Approx Equip OD (9mm)

FS-080-4R 5.2 360 x 200 x 170 80 74

FS-100-4R 6.5 380 x 200 x 180 100 98

FS-125-4R 7 390 x 230 x 260 125 118

FS-150-4R 7.9 390 x 260 x 280 150 138

Model No.
Weight  
(kg) Description

Dimensions  
(mm) Roller Type Angle

No of  
Rollers

Rollers OD  
(mm)

Roller Length  
(mm)

TRGM-1000 17.6 Standard Unit, Chrome 
Zinc Plated Finish 1010 x 250 x 155 Plated - 1 76 1000

TRGM-700 8

Aluminium Roller & 
Framework to keep 
weight down, provisions 
for fixing down

890 x 220 x 320 Aluminium - 1 100 700

TRGM1000-2R 15

Two 45° Angle Rollers 
to keep cable laying 
direction, provisions for 
fixing down, Chrome Zinc 
Plated Finish

1065 x 120 x 535 Plated 45 (2x) 2 42 640
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Manhole Rollers

TCR SERIES

Trench Corner Rollers

WINCHING  /  CABLE HANDLING  /  ROLLERS

These manhole roller guides are versatile, capable of resting on the 
edge of a manhole or being positioned inside for corner pulls. Designed 
to accommodate cables up to 150mm in diameter, they feature sealed 
bearings for smooth performance and a chrome zinc-plated finish for 
added durability.

The TCR series is built using durable mild steel components, ensuring 
longevity in heavy cable hauling applications. Each unit is equipped with 
pressed sealed bearings in the rollers for smooth operation. Proudly 
Australian-made, these rollers significantly reduce friction and drag 
around bends, depending on the setup. The TCRI-60230 model is an 
inverted trench corner roller, specifically designed to prevent cables 
from riding up on the standard TCR. Featuring a zinc-plated finish, the 
supporting frame includes precision laser-cut holes for secure bolting.

Model No. Weight (kg) Dimensions (mm) Roller Type WLL (Kg) No of Rollers

TRGM-100 5.3 300 x 200 x 205 Aluminium 1000 1

TRGM-100-2 7.6 420 x 200 x 195 Aluminium 1000 2

TRGM-100-3 11.5 420 x 200 x 220 Aluminium 1000 3

Model No. Weight (kg) Dimensions (mm) Roller Type WLL (Kg) No Of Rollers Rollers (mm) OD

TCR60-230 9.7 320 x 305 x 290 Standard 2000 2&1 60

TCR78-300 13.8 330 x 165 x 330 Large - 1&1 60

TCRI60-230 10.3 320 x 305 x 290 Inverted - 1&2 60
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FGR SERIES

FLAT GROUND ROLLER

NTR SERIES

FLAT TRENCH ROLLER

RTR SERIES

RAISED TRENCH ROLLER

WINCHING  /  CABLE HANDLING  /  ROLLERS

A compact and budget-friendly unit designed for use in flat 
environments. The frame includes three holes on each side, allowing for 
easy mounting on walls, cable trays, and other surfaces.

A robust trench roller guide designed for versatility, capable of being 
positioned on its side for corner pulls. Placed behind the pulling direction, 
the roller is slightly offset from center to minimize the risk of tipping 
forward during operation.

This trench roller guide is specifically designed for situations where a cable 
or conduit is already installed. Positioned behind the pulling direction, the 
roller is slightly offset from center to help prevent forward tipping during 
operation, ensuring stability throughout the pulling process.

Model No. Weight (kg) Dimensions (mm) Roller Type WLL (Kg)

FGR-140 1.8 250 x 240 x 130 Polypropylene 300

FGRA-140 3.2 250 x 240 x 130 Aluminium 1000

FGRA-205 5.1 285 x 240 x 150 Aluminium 1500

FS-150-4R 7.9 390 x 260 x 280 150 138

Model No. Weight (kg) Dimensions (mm) Roller Type WLL (Kg)

NTR-120 1.2 330 x 170 x 150 Polypropylene 500

NTRA-120 2.8 330 x 170 x 150 Aluminium 1000

NTRA-205 5 330 x 225 x 170 Aluminium 1500

Model No. Weight (kg) Dimensions (mm) Roller Type WLL (Kg)

RTR-140 2.1 330 x 220 x 250 Polypropylene 500

RTRA-140 3.1 330 x 220 x 250 Aluminium 1000

RTRA-205 5.3 330 x 270 x 250 Aluminium 1500
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PW SERIES

DOUBLE BRAIDED POLYESTER ROPE

PELICAN ROPE HIGH FORCE COMPOSITE 
DOUBLE BRAID CABLE PULLING ROPE

WINCHING  /  CABLE HANDLING  /  ROPE

Model No. Weight (kg) Length (cm) Width (cm) Height (cm) Diameter Rope Length (m)
Average Breaking 
Strength (kN)

PCA-1214M2ESC 18 50 50 30 12 150 32.3

PCA-1218M2ESC 33 50 50 50 12 300 32.

NOTE:  All ropes include soft eye splices on each end. UTS = Ultimate 
Tensile Strength. Suggested safety factors (check local standards or 
guidelines): Pulling 3:1 / Lifting 5:1.

Engineered for superior performance, this rope combines the shock 
absorption characteristics of nylon with a tensile strength exceeding that 
of both nylon and polyester. It provides a well-balanced structure along 
with exceptional resistance to abrasion, UV exposure, and most common 
chemicals, ensuring durability in demanding applications.

*  Working Load Limit is 5:1 for Lifting and 3:1 for Pulling 
applications of “Break Strength”  unless otherwise specified by 
manufacturer, local authority, procedure or guideline.

Model No. Weight (kg) Diameter Rope Length (m)
Average Breaking Strength 
(kN)

4N-180-03S 12.7 14.3 91 54.6

4N-180-06S 28.6 14.3 182 54.6

4N-180-12S 59 14.3 365 54.6

4N-240-001 142.9 19.1 500 114.5

4N-240-03S 26.3 19.1 91 114.5

4N-240-06S 51.3 19.1 182 114.5

4N-240-12S 104.3 19.1 365 114.5

4N-280-001 223.7 22.2 500 134.1

4N-280-06S 80.7 22.2 182 134.1

4N-280-12S 163.3 22.2 365 134.1

4N-28003S 40.8 22.2 91 134.1

FEATURES

	 Double-braided inner core with double-braided outer jacket 

	 Rot and mildew resistant. 

	 Factory spliced eyes at both ends. 

	 Lowest stretch 

	 Select a rope with a maximum rated capacity that meets or exceeds 
the cable Puller’s maximum capacity. 

	 White rope with green tracer for easy identification 

	 Supplied on heavy-duty plastic or wooden reel
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CONVEYOR SHEAVES

HOOK SHEAVE - TRIPLE

HOOK SHEAVES - TWIN YOKE

WINCHING  /  CABLE HANDLING  /  SHEAVE BLOCKS

FEATURES

	 Welded steel frame with a series of sheaves to form a large radius 

	 Yokes with cast steel closure-type hooks with a 25.4mm opening 

	 127 mm wide aluminium alloy sheaves 

	 Use with any cable puller with maximum pulling force of 17.8kN

FEATURES

	 Forged steel closure type hook with 38.1mm opening. 

	 Lightweight aluminium frame with adjustable centre sheave. 

	 Steel yoke is pinned for easy removal.

FEATURES

	 Strong welded steel yokes. 

	 Forged steel closure type hook with wide aluminium alloy sheave 
with self-lubricating bearings. 

	 Yokes rotate independently to fit various setups.

Model No. Weight (kg) Description WLL (kN) No of Rollers

26368 24.5 610mm Sheave 17.8 6

26369 27 915mm Sheave 17.8 8

26370 38 1220mm Sheave 17.8 10

Model No. Weight (kg) Length (cm) Width (cm) WLL (kN)
Adjustable Centre  
Sheave Radius (mm)

31569 12.7 610 187 28.9 495/914

Model No. Weight (kg) Width (cm) WLL(kN) Bend Radius (mm)

17265 20.4 127 17.8 249
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HOOK SHEAVES 17.8KN

HOOK SHEAVES 35.8KN

WINCHING  /  CABLE HANDLING  /  SHEAVE BLOCKS

FEATURES

	 Strong, welded steel frames. 

	 Forged steel closure-type hooks with 25.4mm opening. 

	 127mm wide aluminium alloy sheaves with self-lubricating bearings.

FEATURES

	 Strong, welded steel frames. 

	 Forged steel closure type hooks with 25.4mm opening. 

	 Sheaves are aluminium alloy with self-lubricating bearings.

Model No. Weight (kg) Width (cm) WLL(kN) OD (mm) Inside Radius 
(mm)

15324 4 127 17.8 152 38

15325 6.8 127 17.8 305 84

15326 11.3 127 17.8 457 178

15327 15.9 127 17.8 610 249

26370 38 1220mm Sheave 17.8 17.8 10

Model No. Weight (kg) Width (cm) WLL(kN) OD (mm) Inside Radius 
(mm)

872 12.7 127 35.8 305 98

873 19.9 152 35.8 458 178

874 30.3 165 35.8 610 251
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ROPE TO ROPE CONNECTOR

ROPE TO SWIVEL CONNECTOR

SERIES 00505

UNDERGROUND LINE SWIVEL

WINCHING  /  CABLE HANDLING  /  UNDERGROUND LINE SWIVELS

These connectors are designed for securely joining two ropes with 
a maximum diameter of 22mm. Crafted entirely from stainless steel, 
including the sheaves, they offer durability and corrosion resistance for 
reliable performance in various application.

Designed for attaching a swivel to a pulling rope, this connector ensures a 
secure and efficient connection. Constructed entirely from stainless steel, 
including the sheave, it offers exceptional durability and resistance to corrosion.

DCD Line Swivels are designed with a thrust bearing to handle tensile loads and a 
radial bearing to accommodate bending loads. They offer a robust safe working 
load limit while maintaining a compact form. Constructed from high-strength 
stainless steel, all sizes feature an oil seal for durability.

Models 00505-020 and larger include a grease point for easy lubrication.

Each swivel undergoes pull testing to confirm compliance with a 3:1 safety 
factor, ensuring reliability under full working load conditions. Test certificates are 
available upon request, and all swivels come with standard permanent marking.

Model No. Weight (kg) WLL(kN) Dimensions A Dimensions B Dimensions C Dimensions D Diameter

00521-020 0.7 66.7 44.45 19.5 17.5 123.8 16

00521-035 1.23 66.7 50.8 23.8 17.5 139.7 22

00521-040 2.04 111.2 61.1 25.4 22.2 157.9 22

Model No. Weight (kg) Safe Working Load (kN) Dimensions A Dimensions B Dimensions C Dimensions D

00505-005 0.06 3.3 16 7.1 4.8 64

00505-008 0.12 5 20 7.1 4.8 78

00505-010 0.15 10 22 9.5 7.9 86

00505-015 0.23 15.6 25 10.3 9.5 98

00505-020 0.45 22.2 32 13.5 10.3 121

00505-025 0.63 31.1 35 14.3 12.7 130

00505-027 0.77 40 38 15.1 12.7 143

00505-030 0.95 44.5 41 17.5 15.9 152

00505-035 1.7 66.7 51 19.8 17.5 178

00505-040 3.5 110 60 26.2 22.5 262

Model No. Weight (kg) WLL(kN) Dimensions A Dimensions B Dimensions C Dimensions D Dimensions F

00522-025 0.9 31.1 50.8 23.8 17.5 134.9 13.4

00522-035 1 66.7 50.8 23.8 17.5 136.53 19



47Swift. Smart. Specialist

ST
R

IN
G

IN
G

 &
 W

IN
C

H
IN

G
 H

IR
E

WINCHING  /  ACCESSORIES  /  CONDUIT SUPPLIES

BLC SERIES

BALLOON LINE CARRIERS

WBC SERIES

CONDUIT CLEANING BRUSH

For use with blower (EBK Series)

Designed for clearing debris from ducts and conduits, these wire brush cleaners feature 
durable 22-gauge wire strands. Each brush is equipped with welded eyelets at both ends for 
secure pulling. Finished with galvanization for enhanced durability and corrosion resistance.

Model No. Conduit Nom OD (mm)

BLC-050 50

BLC-063 63

BLC-080 80

BLC-100 100

BLC-125 125

BLC-150 150

BLC-200 200

Model No. Weight (kg) Dimensions (mm) Conduit Nom OD (mm)

EBC-200 0.9 600 x 230 x 230 200

WBC-050 0.25 230 x 55 x 55 50

WBC-080 0.6 390 x 90 x 90 80

WBC-100 0.6 435 x 110 x 110 100

WBC-125 0.65 470 x 130 x 130 125

WBC-150 0.8 470 x 130 x 130 150

WBC063 0.25 245 x 70 x 70 63

Model No. Description

EBK2-130K Electric Blower Kit

ECS-110 Conduit seal off for 70 - 160mm

ECS-12 Conduit seal off for 12 - 40mm

ECS-50 Conduit seal off for 40 - 70mm

EG-3, EG-5, EG-7 Rope Grommets 3/5/7mm

EBK2-130K 

ELECTRIC BLOWER KIT
This high-volume, low-pressure system is designed to propel a balloon-style bag 
attached to a draw line or string through a conduit. Once in place, the draw line 
facilitates the retrieval of a heavier hauling rope back to the starting point. Capable 
of roping a 100mm conduit over distances of 300 to 500 meters, this system is 
powered by dual-stage motors operating at 230VAC/50Hz. With a 1300W output, 
it delivers approximately 3.5 cubic meters of air per minute for efficient performance.

KIT INCLUDES

	 1 x Blower EBK2-1300 5m x 50mm hose EBP-5M50

	 1 x Hand-Gun EBH-30 1 each ECS Series Electrical 
Conduit Seal
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WINCHING  /  ACCESSORIES  /  CONDUIT SUPPLIES

DPM SERIES

CONDUIT PROVING MADRELS

Model No. Weight (kg) Dimensions (mm)
Approx Equip 
OD (9mm)

Conduit Nom 
OD (mm)

Mandrel 
Length (mm)

DPM-014T - 24 x 14 14 - -

DPM-018T - 30 x 18 18 - -

DPM-024T - 40 x 24 24 - -

DPM-028T - 45 x 28 28 - -

DPM-032T - 55 x 32 32 - -

DPM-038T - 60 x 38 38 - -

DPM-050E 0.15 270 x 40 40 50 80

DPM-050T 0.15 270 x 47 47 50 80

DPM-063E 0.3 350 x 52 52 63 100

DPM-063T 0.35 350 x 60 60 63 100

DPM-080 0.95 500 x 74 74 80 180

DPM-100 2 500 x 90 90 100 180

DPM-125 2.85 565 x 118 113 125 245

DPM-150 3.2 565 x 130 130 150 245

DPM-200 4.5 600 x 184 184 200 280

Designed to verify the circular integrity of conduits after backfilling, these proving mandrels are 
constructed from high-density polyethylene for exceptional durability and natural lubricity. Each 
unit is assembled with galvanized wire rope and secured with aluminum ferrules, forming sturdy 
eyelets at both ends for easy rope attachment during hauling.

CRC SERIES

CONDUIT RUBBER CLEANER

Also known as a squeegee, this conduit cleaner is designed with four durable rubber squeegees 
and pulling eyes on both ends for efficient hauling. For optimal results, it is recommended to 
first clear large debris using the WBC wire brush before using the CRC to remove finer sediment 
such as gravel and mud. All metal components feature a zinc-plated finish for added durability. 
For conduits under 80mm, please specify whether it is intended for telecommunications or 
electrical applications.

Model No. Weight (kg) Dimensions (mm) Conduit Nom OD (mm)

CRC-050E 0.25 160 x 46 x 46 50

CRC-050T 0.25 160 x 53 x 53 50

CRC-063E 0.25 160 x 58 x 58 63

CRC-063T 0.3 160 x 66 x 66 63

CRC-080 1.05 250 x 85 x 85 80

CRC-100 0.8 250 x 107 x 107 100

CRC-125 1 250 x 130 x 130 125

CRC-150 1.15 250 x 148 x 148 150

CRC-200 1.85 250 x 205 x 205 200
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STRINGING

PROPPING

SHORING

PIPE TESTING

WINCHING

JACKING

TRAFFIC CONTROL

POWER DISTRIBUTION

The Legend Hire Product Range

Give our experts a call, and we’ll identify what 
you need and get it onsite fast. Let’s talk.
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Online applications 
approved fast.

Hire on 30 days terms and get the products you 
need, when you need them.

Apply online in 5-10 minutes.
Receive a response in 48 hours.

Complete our fast & easy  
online account application
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Legal Entity Name: Legend Hire Pty Ltd

Trading Name: Legend Hire

Nature of Business:	 Plant & Equipment Hire and Sales

ABN:	 93 679 888 825

Registered for GST:	 Yes

ACN:	 679 888 825

Registration Date:	 13/08/2024

Phone Number: 1300 890 890

Email Addresses: General: 	 legends@legendhire.com.au
Accounts: 	 accounts@legendhire.com.au

Registered Office Address: Level 2, 121 Henry Street, PENRITH NSW 2750

Postal Address: PO Box 980, KINGSWOOD NSW 2747

Branch Locations: Sydney: 	 21-27 Camden St, PENRITH NSW 2750
Brisbane: 	 59 Magnesium Dr, CRESTMEAD QLD
Melbourne: 	 15 Damosh Ave, Carrum Downs, VIC 3201
Perth: 	 11 Reihill Rd, Maddington, WA 6109

Sole Director & Secretary: Name:	 Laurence Edward Joyce
Email: 	 Laurie.Joyce@legendhire.com.au 
DOB: 	 15/02/1992
Phone: 	 0447 909 770

Bank Details	 Bank: 	 National Australia Bank
Branch: 	 Cnr Henry St & Riley St, PENRITH NSW 2750
A/C Name:	  Legend Hire Pty Ltd
BSB: 	 082 778
A/C No.: 	 59 114 4136

Legend Hire Company Details
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1300 890 890
legendhire.com.au

21-27 Camden Street, 
Penrith, NSW 2750

SYDNEY
59 Magnesium Drive,  
Crestmead,  QLD 4132

BRISBANE

15 Damosh Avenue,  
Carrum Downs, VIC 3201

MELBOURNE
11 Reihill Road, 
Maddington, WA 6109

PERTH

Swift. Smart. Specialist


